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Az SNA Europe, a Snap-on Inc. leányvállalataként a kézi- 

és fémvágó szerszámok egyik vezető gyártója. Termékeiket 

Bahco, Lindström és Irimo néven világszerte forgalmazzák 

kereskedelmi partnereken keresztül.

Svédországban, 1850-ben gyártott első kéziszer-

számaink óta saját, túlnyomórészt európai gyártóegysége-

inkben fejlesztjük és gyártjuk profiknak szánt szerszámainkat. 

Szerszámainkat a magas termékminőség, valamint a termelé-

kenységet szolgáló ergonomikus formatervezés, magas szin-

tű komfort és munkahelyi biztonság jellemzi.

Mára több, mint 15 000 terméket kínálunk az ipar, 

repülés, gépkocsi- és haszongép gyártás, a kisipar, kertészet 

és tájépítészet, valamint a gyümölcstermesztés és a borászat 

felhasználói számára.
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www.sandviken.hu 	 www.bahco.com

AZT KÍNÁLJUK A PROFIKNAK, 
AMIRE SZÜKSÉGÜK VAN

Ipari kampányának aktuális kiadásában a Bahco cég biztonságos, magas minőségű és ergonómiailag kiforrott 

szerszámait felölelő termékválasztékának egy metszetét mutatja be. Legjobban futó termékek, újdonságok, 

műhelykocsik és műhelyfelszerelés. Professzionális szerszám megoldások az ipar és a kézműipar számára.

Minden információ és illusztráció ezen prospektusban tájékoztató jellegű, bármikor előzetes értesítés nélkül változhatnak. A fordítási 

és nyomdai hibákért felelősséget nem vállalunk. Az árak tartalmazzák az ÁFA-t. Amennyiben a kiadvány érvényességi ideje alatt az  € 

árfolyam meghaladja a 335 HUF/€ árfolyamot, a katalógusban rögzített árak változtatásának jogát fentartjuk! Megértésüket köszönjük. 

A kiadvány érvényes 2019.12.31-ig vagy a készlet erejéig.
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Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

FIT&GO MODULOK
FF1E1002
Phillips ERGO™ csavarhúzók

1/3 2/3 3/3

BE-8030 
BE-8040
BE-8242

   0.6 x 3.5 x 75
   0.8 x 4.0 x 100
   1.0 x 5.5 x 150

BE-8255
BE-8257

   1.2 x 6.5 x 150
   1.6 x 8.0 x 175

BE-8611
BE-8621

   PH1 x 75
   PH2 x 100

FF1E1009
TORX® ERGO™ csavarhúzók

1/3 2/3 3/3

BE-8908
BE-8910
BE-8915
BE-8920
BE-8925
BE-8930

   T8 x 75
   T10 x 75
   T15 x 100
   T20 x 100
   T25 x 125
   T30 x 150

FF1E1010
Szigetelt egyhornyú és Phillips  
ERGO™ csavarhúzók

1/3 2/3 3/3

BE-8010S
BE-8230S
BE-8050S
BE-8255S

1,000 V     0.4 x 2.5 x 75
1,000 V     0.6 x 3.5 x 100
1,000 V     1.0 x 5.5 x 125
1,000 V     1.2 x 6.5 x 150

BE-8610S
BE-8620S

1,000 V     PH1 x 75
1,000 V     PH2 x 100

FF1E2001
1/4” dugókulcs készlet

1/3 2/3 3/3

6700SM  1/4”   �4-5-5.5-6-7-8-9-10-11-12-13-14 mm

6700TORX-E  1/4”: E4-E5-E6-E7-E8-E10

6709M  1/4”: 3-4-5-6-8 mm

6709TORX  1/4”: T8-T9-T10-T15-T20-T25-T27-T30-T40

6950SL  1/4”   1/4” -  L  120 mm

6954  1/4”   1/4” -  L  115 mm

6956  1/4”   1/4” -  L  150 mm

6960  1/4”   1/4” -  L  50 mm

6966  1/4”   1/4” -  L  35 mm

FF1E2201
1/2” dugókulcs készlet

1/3 2/3 3/3

7800SM  1/2”   �10-11-12-13-14-15-17-18-19-20-
21-22-24-27 mm

7805SM  1/2”   �16-21 mm

8150SL  1/2”   1/2” -  L  265 mm

8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8166-1/2  1/2”   1/2” -  L  72 mm

8165-1/2  1/2”   3/8” -  L  37 mm

FF1E2204
1/2” dugókulcs készlet

1/3 2/3 3/3

7800DZ  1/2”   �3/8; 7/16; 1/2; 9/16; 19/32: 5/8; 
11/16; 3/4; 13/16; 7/8; 15/16

8150RN-1/2  1/2”   1/2” -  L  267 mm
8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8166-1/2  1/2”   1/2” -  L  72 mm

FF1E2203
1/2” dugókulcs készlet

1/3 2/3 3/3

7800SM  1/2”   �8-9-10-11-12-13-15-16-17-18-19-
20-21-22-24-27-30-32 mm

8150RN-1/2  1/2”   1/2” -  L  267 mm
8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8166-1/2  1/2”   1/2” -  L  72 mm

FF1E2209
1/2” csavarhúzó betétek

1/3 2/3 3/3

7809M  1/2”: 5-6-7-8-10-12-14-17 mm

7809TORX  1/2”: T25-T27-T30-T40-T45-T50-T55-T60

7809XZN  1/2”: 6-8-10-12 mm

FF1E3004
Gyűrűs villáskulcsok

1/3 2/3 3/3

1RM 8-9-10-11-12-13-14-15-16-17 mm 

14.390 FT nettó
18.275 FT bruttó

35.480 FT nettó
45.060 FT bruttó

52.480 FT nettó
66.650 FT bruttó

12.000 FT nettó
15.240 FT bruttó

49.890 FT nettó
63.360 FT bruttó 55.110 FT nettó

69.990 FT bruttó

13.000 FT nettó
16.510 FT bruttó

42.000 FT nettó
53.340 FT bruttó

38.390 FT nettó
48.755 FT bruttówww.sa

nd
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181 x 445 mm 362 x 445 mm
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543 x 445 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

MODULOK
FF1E4001
Fogók

1/3 2/3 3/3

2628 G-180IP Fe+
mm  2.5;  Piano

mm  2.0 -  L  180 mm

8231 IP  51 mm -  L  225 mm

2430 G-200 IP L  200 mm

2101G-160IP L  160 mm

FF1E4002
Seeger-gyűrű fogók

1/3 2/3 3/3

2900-180 L  180 mm 

2890-180 L  180 mm 

2990-180 L  180 mm 

2800-180 L  180 mm 

FF1E5003
Ütőszerszámok

1/3 2/3 3/3

481-300   300 g; 105x300x23  mm

3735-5-120 L  120 mm -   5 mm

3739-300 L  300 mm
3740-100
3740-125
3740-150
3740-200

L  100 mm - 15 mm
L  125 mm - 15 mm
L  150 mm - 18 mm
L  200 mm - 23 mm

3733 L  120 mm -   2-4-6 mm

A szükségletekhez igazított, átgondolt szerszámtároló rend-
szereink a légiközlekedési és repülőgépipari felhasználókkal 
és partnerekkel való sokéves tapasztalataink és együttműkö-
désünk eredményeként könnyítik meg a napi munkát.

Szerszámösszeállítások szivacsbetétben. 
Testre szabva.  
A felhasználó igényeihez igazítva.

�� Minden BAHCO Szerszámkocsihoz és 
munkaasztalhoz illenek.

�� Modulok széles választéka

100%-os kontroll  
Kétszínű  

szerszámszivacs

Push-rendszerÜtéselnyelő

A következőkkel szemben 
ellenálló: víz, hydraulika 

olaj, üzemanyag
UV-álló

az  EU  i rány el ve k  szer in
t

Környezetbarát

34.520 FT nettó
43.840 FT bruttó

29.260 FT nettó
37.160 FT bruttó

21.110 FT nettó
26.810 FT bruttó

www.sa
nd

vik
en

.hu



6

11 9

8

8

10

7

30

15

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

FIT&GO MODULOK
FF1F3008
Csuklós csavarkulcs

1/3 2/3 3/3

4040M 6-7; 8-9; 10-11; 12-13; 14-15; 16-17; 18-19; 
20-22; 21-23 mm

FF1F4002
Fogók, ollók, szorító fogók

1/3 2/3 3/3

2928-160 L  160 mm 

2951-180 Fe+
mm  2.0 -  L  180 mm

SC127 L  130 mm

2101G-160IP L  160 mm

2430 G-160 IP L  160 mm

2339 DIP Fe
mm  2.5 -  L  220 mm

2628 G-180IP Fe+
mm  2.5;  Piano

mm  2.0 -  L  180 mm

8224 IP L  250 mm

FF1F4004
Seeger-gyűrű fogók

1/3 2/3 3/3

2800-140
2800-180

L  140 mm 
L  180 mm 

2890-140
2890-180

L  140 mm 
L  180 mm 

2900-140
2900-180

L  140 mm 
L  180 mm 

2990-140
2990-180

L  140 mm 
L  180 mm 

FF1F1003
Egyhornyú és Phillips  
ERGO™ csavarhúzók

1/3 2/3 3/3

BE-8030
BE-8242
BE-8252

   0.6 x 3.5 x 75
   1.0 x 5.5 x 150
   1.2 x 6.5 x 150

BE-8155    1.2 x 6.5 x 125

BE-8870    1.6 x 10.0 x 175
BE-8600
BE-8610
BE-8620
BE-8623
BE-8624

   PH0 x 60
   PH1 x 75
   PH2 x 100
   PH3 x 150
   PH4 x 200

808050TS  1/4”  mm  68 mm 

FF1F1004
TORX® ERGO™ csavarhúzók

1/3 2/3 3/3

BE-8904
BE-8907
BE-8908

   T4 x 75
   T7 x 75
   T8 x 75

BE-7910
BE-7915
BE-7920
BE-7925
BE-7927
BE-7930
BE-7940

   TR10 x 75
   TR15 x 100
   TR20 x 100
   TR25 x 125
   TR27 x 125
   TR30 x 150
   TR40 x 150

FF1F1007
TORX® csavarhúzók T-markolattal

1/3 2/3 3/3

901T  �T10 x 153; T15 x 186; T20 x 186; T25 x 196; 
T27 x 196; T30 x 245; T40 x 245

7800SM �  1/2”   �10-12-13-17-18-19-20-21-22-24-27-
30-32 mm

7800DM  1/2”   �10-11-12-13-14-15-16-17-18-19 mm
7809M  1/2” - 5-6-7-8-10-12 mm

8150SL  1/2”   1/2” -  L  265 mm

8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8166-1/2  1/2”   1/2” -  L  72 mm

8154-1/2  1/2”   1/2” -  L  283 mm

8165-1/2  1/2”   3/8” -  L  37 mm

FF1F3003
Gyűrűs villáskulcsok és  
racsnis kulcsok

1/3 2/3 3/3

111M �6-7-8-9-10-11-12-13-14-15-16-17-18-19-
20-21-22 mm

1320SRM-14-19   14-19 mm 

1RMA-19-1/2-SQ2  1/2” - 

1RMA-19-1/4-SQ  1/4” -  19 mm

1RMA-13-10-BIT  10 mm -  13 mm

BE-9778  ��1.5-2-2.5-3-4-5-6-8-10 mm

FF1F3005
Racsnis csillag-villás kulcsok

1/3 2/3 3/3

1RM 8-10-12-13-14-15-16-17-18-19-21-22 mm 
1RMA-13-10-BIT  10 mm -  13 mm

1RMA-19-1/2-SQ2  1/2” -  19 mm

1RMA-19-1/4-SQ  1/4” -  19 mm

110.390 FT nettó
140.195 FT bruttó

53.260 FT nettó
67.640 FT bruttó

56.260 FT nettó
71.450 FT bruttó

30.260 FT nettó
38.430 FT bruttó

21.110 FT nettó
26.810 FT bruttó

20.000 FT nettó
25.400 FT bruttó

56.890 FT nettó
72.250 FT bruttó

63.390 FT nettó
80.505 FT bruttó
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181 x 445 mm 362 x 445 mm
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543 x 445 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

MODULOK
FF1F4005
Szigetelt fogók és  
vízpumpa fogók 

1/3 2/3 3/3

2101S-160 1,000 V -  L  160 mm 

2430 S-200 1,000 V -  L  200 mm

2427 S-200 1,000 V -  L  200 mm

8224 IP L  250 mm

2628 S-180 1,000 V -  L  180 mm

FF1F5001
Reszelők, fogók, mérőeszközök

1/3 2/3 3/3

1-100-08-1-2
mm

 150 mm-8” 

1-160-08-1-2
mm  150 mm-8” 

1-170-08-1-2
mm  200 mm-8” 

1-210-08-1-2
mm

 200 mm-8” 

1-230-08-1-2
mm  200 mm-8” 

2430 G-200 IP L  200 mm

2628G-200IP Fe+
mm  3.0;  Piano

mm  2.5 -  L  200 mm

7224 L  250 mm

2101G-160IP L  160 mm

MTB-3-16 3 m -   16 mm

FF1A1005

Csavarhúzók, bitek és  
szögcsavarhúzók

1/3 2/3 3/3

59S/31-1

 1/4”: �PH1-PH2-PH3-PH2G; 
T25-T15-T20-T10-T27-T30; 
H3-H4-H5-H6; PZ1-PZ2-PZ3; 
0.8x5.5-0.6x4.5-0.5x3.0; KM653-QR

BE-8020
BE-8240

   0.5 x 3.0 x 60
   0.8 x 4.0 x 175

BE-8250
BE-8255

   1.0 x 5.5 x 150
   1.2 x 6.5 x 150

BE-8865    1.6 x 8.0 x 175

BE-8602    PH2 x 25

BE-8611
BE-8621
BE-8630

   PH1 x 75
   PH2 x 100
   PH3 x 150

BE-9585  T9-T10-T15-T20-T25-T27-T30-T40

BE-8800
BE-8811
BE-8821

   PZ0 x 60
   PZ1 x 75
   PZ2 x 100

BE-8802    PZ2 x 25

BE-8830    PZ3 x 150
BE-8910
BE-8915
BE-8920
BE-8925

   T10 x 75
   T15 x 100
   T20 x 100
   T25 x 125

BE-9678  1.5-2-2.5-3-4-5-6-8-10 mm

FF1A3004

Gyűrűs villáskulcsok és racsnis  
csillag-villás kulcsok

1/3 2/3 3/3

111M 6-7-8-9-10-11-12-13-14-15-16-17-18-19-20-
21-22-24 mm

1RM 8-9-10-11-12-13-14-15-16-17-18-19 mm 

Állítsa össze testreszabott műhelykocsiját több, 
mint 200 modulból, az 1/3, 2/3, 3/3 modulok 
különböző termékválasztékából.

Felszerelt szerszámbetétek  
széles választéka –  
A Bahco online katalógusban:

51.260 FT nettó
65.100 FT bruttó

63.480 FT nettó
80.620 FT bruttó 82.480 FT nettó

104.750 FT bruttó

51.630 FT nettó
65.570 FT bruttó
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Ø125 x 36 mm

STOP

Kantenschutz

690 
mm

510 
mm

950 
mm

690 
mm

510 
mm

385 
mm

1482K

1472K

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOCSIK

Szabványos RAL színek

�� Kiváló stabilitás a duplafalú 
keretnek köszönhetően

�� A perem megakadályozza 
a szerszámok vagy 
munkadarabok leesését

1472 K sorozat   
Üres szerszámkocsi

ÚJ 

1482K sorozat 
Felső szerszámos 
láda, üres 

30
KG

600
KG

Nagy 
terhelhetőség

Teljesen kihúzható 
fiókok, görgős 
csúszósínnel

Csúszásmentes 
gumi munkafelület

Központizár-rendszer  
kerek kulccsal

Élvédő
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7 865

71 
kg

75 
kg

78 
kg

79 
kg

4

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

1472K5 
A fiókok belső mérete:
(1x) 543 x 445 x 53 mm
(2x) 543 x 445 x 118 mm
(2x) 543 x 445 x 184 mm

1472K6 
A fiókok belső mérete:
(3x) 543 x 445 x 53 mm
(2x) 543 x 445 x 118 mm
(1x) 543 x 445 x 249 mm

1472K7 
A fiókok belső mérete:
(5x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm
(1x) 543 x 445 x 249 mm

1472K8 
A fiókok belső mérete:
(6x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm
(1x) 543 x 445 x 184 mm

Cikkszám Fiókok Szín

1472K5 5 Narancssárga RAL 2009

1472K5BLACK 5 Fekete RAL 9005

1472K5BLUE 5 Kék RAL 5002

1472K5RED 5 Piros RAL 3001

1472K5GREY 5 Szürke RAL 9022

1472K5WHITE 5 Fehér RAL 9003

1472K6 6 Narancssárga RAL 2009

1472K6BLACK 6 Fekete RAL 9005

1472K6BLUE 6 Kék RAL 5002

1472K6RED 6 Piros RAL 3001

1472K6GREY 6 Szürke RAL 9022

1472K6WHITE 6 Fehér RAL 9003

Cikkszám Fiókok Szín

1472K7 7 Narancssárga RAL 2009

1472K7BLACK 7 Fekete RAL 9005

1472K7BLUE 7 Kék RAL 5002

1472K7RED 7 Piros RAL 3001

1472K7GREY 7 Szürke RAL 9022

1472K7WHITE 7 Weiß RAL 9003

1472K8 8 Narancssárga RAL 2009

1472K8BLACK 8 Fekete RAL 9005

1472K8BLUE 8 Kék RAL 5002

1472K8RED 8 Piros RAL 3001

1472K8GREY 8 Szürke RAL 9022

1472K8WHITE 8 Fehér RAL 9003

1482K4 

A fiókok belső mérete:
(3x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm

Felső szerszámos láda, üres Cikkszám Fiókok Szín

1482K4 4 Narancssárga RAL 2009

1482K4BLACK 4 Fekete RAL 9005

1482K4BLUE 4 Kék RAL 5002

1482K4RED 4 Piros RAL 3001

1482K4GREY 4 Szürke RAL 9022

1482K4WHITE 4 Fehér RAL 9003

Tartozékok a 1472K / 1482K sorozathoz

1477K-AC21 
Levegős szerszámgép tartó

1477K-AC20 
Szóróflakon tartó

1477K-AC18 
Papírtekercs tartó

1477K-AC19 
Oldalrekesz

1477K-AC22 
Szerszámtartó  
oldalfal

1470KAC01 
Csúszásgátló szőnyeg fiókokhoz

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/  
FT nettó

1477K-AC18 Papírtekercs tartó 12.560 9.890

1477K-AC19 Oldalrekesz 12.675 9.980

1477K-AC20 Szóróflakon tartó 10.795 8.500

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1477K-AC21 Levegős szerszámgép tartó 24.130 19.000

1477K-AC22 Szerszámtartó oldalfal 18.910 14.890

1470KAC01 Csúszásgátló szőnyeg fiókokhoz 6.490 5.110

110.055 FT nettó
139.770 FT bruttó

125.000 FT nettó
158.750 FT bruttó

113.520 FT nettó
144.170 FT bruttó

120.000 FT nettó
152.400 FT bruttó

129.000 FT nettó
163.830 FT bruttó

www.sa
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8
4

419 
mm

960 
mm

677 mm

Ø 125 x 30 mm

STOP

62 
kg

40 
kg

677 
mm

501 
mm

950 
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOCSIK

Csúszásmentes 
gumi 
munkafelület

Alumínium 
fiókfogantyúk

Lock & Go! 
zárrendszer

Teljesen kihúzható 
fiókok, görgős 
csúszósínnel

1475K, 1485K sorozat   
Szerszámkocsik és  
felső szerszámos ládák 

1475K8 1485K4
Szerszámkocsi  
8 fiókkal  
A fiókok belső mérete:
(6x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm
(1x) 543 x 445 x 184 mm

Felső szerszámos láda  
4 fiókkal
 
A fiókok belső mérete:
(3x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm

Fogantyúval 
mindkét oldalán30

KG

600
KG

Nagy terhel
hetőség

Pontos  
csatlakoz
tathatóság

Szerszámkocsi 
1475K8  
Felső szerszámos 
láda 1485K4

Szabványos RAL színek

Cikkszám Részletezés Szín

1475K8 Szerszámkocsi Narancssárga RAL 2009

1475K8BLACK Szerszámkocsi Fekete RAL 9005

1475K8BLUE Szerszámkocsi Kék RAL 5002

1475K8RED Szerszámkocsi Piros RAL 3002

Cikkszám Részletezés Szín

1485K4 Felső szerszámos láda Narancssárga RAL 2009

1485K4BLACK Felső szerszámos láda Fekete RAL 9005

1485K4BLUE Felső szerszámos láda Kék RAL 5002

1485K4RED Felső szerszámos láda Piros RAL 3002

137.630 FT nettó
174.790 FT bruttó

127.000 FT nettó
161.290 FT bruttó
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65 
kg

677 
mm

501 
mm

958 
mm7 Ø 125 x 30 mm

STOP

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

1470K7SS 
Rozsdamentes acél 
Szerszámkocsi 7 fiókkal

45
KG

600
KG

Rendkívüli ter
helhetőség

Rozsdamentes acél fiókok  
és vezetősínek 
Alumínium fiókfogantyúk

Rozsdamentes 
fogantyú bármely 
oldalra szerelhető

A fiókok belső mérete:
(5x) 543 x 445 x 53 mm
(1x) 543 x 445 x 118 mm
(1x) 543 x 445 x 249 mm

471.000 FT nettó
598.170 FT bruttó

www.sa
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1016 
mm

501 
mm

960 
mm

6

6 12

Ø 125 x 50 mm STOP116 
kg

127 
kg

118 
kg

Ø 125 x 50 mm Ø 125 x 50 mm

1016 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOCSIK
1475KXL sorozat   
Szerszámkocsi XL

Csúszás
mentes gumi 
munkafelület

Alumínium 
fiókfogantyúk

Teljesen kihúzható 
fiókok, görgős 
csúszósínnel

Cikkszám Fiókok Szín
1475KXL6 6 Narancssárga RAL 2009

1475KXL6BLACK 6 Fekete RAL 9005

1475KXL6BLUE 6 Kék RAL 5002

1475KXL6RED 6 Piros RAL 3002

1475KXL6
Szerszámkocsi XL 
6 fiókkal
A fiókok belső mérete:
(2x) 881 x 445 x 53 mm
(3x) 881 x 445 x 118 mm
(1x) 881 x 445 x 184 mm

Cikkszám Fiókok Szín

1475KXL6C 6 Narancssárga RAL 2009

1475KXL6CBLACK 6 Fekete RAL 9005

Cikkszám Fiókok Szín

1475KXL12 12 Narancssárga RAL 2009

1475KXL12BLACK 12 Fekete RAL 9005

1475KXL121475KXL6C
Szerszámkocsi XL 
12 fiókkal  
A fiókok belső mérete:
(1x) 881 x 445 x 53 mm
Fiókok bal oldalon
(4x) 284 x 445 x 53 mm
(1x) 284 x 445 x 118 mm
(1x) 284 x 445 x 184 mm

Fiókok jobb oldalon
(2x) 540 x 445 x 53 mm
(2x) 540 x 445 x 118 mm
(1x) 540 x 445 x 184 mm

Szerszámkocsi XL 
6 fiókkal  
és szekrénnyel
A fiókok belső mérete:
(3x) 543 x 445 x 53 mm
(2x) 543 x 445 x 118 mm
(1x) 543 x 445 x 249 mm

30
KG

600
KG

Nagy terhel
hetőség

30
KG

600
KG

Nagy terhel
hetőség

30
KG

600
KG

Nagy terhel
hetőség

220.000 FT nettó
279.400 FT bruttó

220.000 FT nettó
279.400 FT bruttó

220.000 FT nettó
279.400 FT bruttó
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Zubehör für Serie 1475K / 1470K

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

1470K-ACTSS
26" rozsdamentes 
acél munkafelület

1470KXL-ACTSS
40" rozsdamentes 
acél munkafelület

1470K-ACTW
26" fa munka-
felület

1470KXL-ACTW
40" fa munka-
felület

1470K-ACTD
26" MDF munka-
felület

1470KXL-ACTD
40" MDF munka-
felület

1470K-AC7
26" műanyag munkafelület  
rekeszekkel az apróbb dolgokhoz

Munkalapok a  
1475K / 1485K sorozathoz

�� A 26" 1475K / 1470KSS, illetve a 40" 1475KXL 
Szerszámkocsikhoz illik

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1470K-ACTSS 26" rozsdamentes acél munkafelület 100.330 79.000

1470KXL-ACTSS 40" rozsdamentes acél munkafelület 133.350 105.000

1470K-ACTW 26" fa munkafelület 36.830 29.000

1470KXL-ACTW 40" fa munkafelület 49.530 39.000

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1470K-ACTD 26" MDF munkafelület 62.230 49.000

1470KXL-ACTD 40" MDF munkafelület 78.740 62.000

1470K-AC7 26" műanyag munkafelület  
rekeszekkel az apróbb dolgokhoz

41.910 33.000

1470KAC01 
Csúszásgátló szőnyeg fiókokhoz

1470K-ACSIDE 
Szerszámtartó oldalfal

1470K-AC1 
Oldalsó polc

1470K-AC4 
Oldalrekesz

1470K-AC3 
Szóróflakon tartó

1470K-AC2 
Szerszámtartó

1470K-AC8 
Szerszámtartó hátfal, narancssárga

Tartozékok a 1475K / 1470K sorozathoz

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1470K-AC1 Oldalsó polc 34.290 27.000

1470K-AC2 Szerszámtartó 40.640 32.000

1470K-AC3 Szóróflakon tartó 15.100 11.890

1470K-AC4 Oldalrekesz 17.640 13.890

Cikkszám Részletezés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1470K-ACSIDE Szerszámtartó oldalfal 26.670 21.000

1470K-AC8 Szerszámtartó hátfal, narancssárga 34.290 27.000

1470KAC01 Csúszásgátló szőnyeg fiókokhoz 6.490 5.110
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 1/4" + 1/2"

6 177

30

15

109

23

S4RM 8-11-12-15-16-19 mm 

111M 6-7-8-9-10-11-12-13-14-15-16-17-18-19-21- 
22-24-27-32 mm

6M 6-7-8-9-10-11-12-13-14-15-17-19 mm

9071C  27 mm;  L  208 mm /8”

BE-9678  1.5-2-2.5-3-4-5-6-8-10 mm

SBS60  1/4”   � 4-4.5-5-5.5-6-7-8-9-10-11-12-
13-14 mm

SBS61  1/4” -  L  145 mm
SBS63-2 
SBS63-4 
SBS63-6

 1/4” -  L  50 mm
 1/4” -  L  100 mm
 1/4” -  L  150 mm

SBS64  1/4”   1/4” -  L  125 mm

SBS65  1/4”   1/4” -  L  32.5 mm 

SBS67  1/4” -  L  153 mm

SBS69  1/4”   3/8” -  L  25 mm

SBS80  1/2”   � 10-11-12-13-14-15-16-17-18-19-21-
22-24-27-30-32 mm

SBS88  1/2”   3/8” -  L  37 mm

BE-8020L
BE-8040

   0.5 x 3.0 x 75
   0.8 x 4.0 x 100

BE-8150
BE-8255
BE-8256

   1.0 x 5.5 x 100
   1.2 x 6.5 x 150
   1.6 x 8.0 x 150

BE-8350    1.0 x 5.5 x 25

BE-8601    PH1 x 25
BE-8610
BE-8620

   PH1 x 75
   PH2 x 100

BE-8910
BE-8915
BE-8920
BE-8925
BE-8927
BE-8930

   T10 x 75
   T15 x 100
   T20 x 100
   T25 x 125
   T27 x 125
   T30 x 150

3734N L  150 mm -   3-5-6 mm

3735N-4-120 L  120 mm -   4 mm

3740-175 L  175 mm -  21 mm

SQZ150003 L  170 mm

1-100-08-2-2
mm

 200 mm 

1-210-08-2-2
mm

 200 mm 

1-230-08-2-2
mm

 200 mm 

2744 L  190 mm

59S/31-1

 1/4”: �PH1-PH2-PH3-PH2G; 
T25-T15-T20-T10-T27-T30; 
H3-H4-H5-H6; PZ1-PZ2-PZ3; 
0.8x5.5-0.6x4.5-0.5x3.0; KM653-QR

6956  1/4”   1/4” -  L  150 mm

6972H  1/4”   1/4” -  L  26 mm

7809M  1/2” - 5-6-7-8-10-12-14-17-19 mm

7809TORX  1/2” - T20-T25-T27-T30-T40-T45-T50-T55-T60

808050  1/4”  mm  125 mm 
8150SL  1/2”   1/2” -  L  265 mm

8154-1/2  1/2”  L  283 mm

8160-W  1/2”   1/2” -  L  125 mm

8162-1/2  1/2”   1/2” -  L  250 mm

8166-1/2  1/2”   1/2” -  L  72 mm

MTB-3-16 3 m;   16 mm

2101G-160IP L  160 mm

2427 G-200 IP L  200 mm

2535L  20 mm

2628 G-160IP Fe+
mm  1.8;  Piano

mm  2.0;  L  160 mm

2951-180 Fe+
mm  2.0 - L  180 mm

5515T-52  30 mm;  L  180-690 mm

8224 IP L  250 mm

3625W-35  35 mm; 100x300 mm

3745-150 L  150 mm; 6 mm; 17x11 mm

481-400   400 g; 112x300x25 mm

782-U L  290 mm

317 L  432 mm /17”

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOCSI 
SZERSZÁMKÉSZLETTEL
1472K6/S1 
Szerszámkocsi 6 fiókkal  
177 szerszámmal felszerelve 

�� 3/3 szerszámmodul 543 x 445mm

FF1A04

Csavarkulcsok

FF1A05

Dugókulcsok és tartozékok

FF1A06

Csavarhúzók és fogók

FF1A07
Reszelők, ütőszerszámok & 
fémfűrészek

A betétek 
külön-külön is 
kaphatók.

455.000 FT nettó
577.850 FT bruttó
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A6800DM  1/4”   � 5.5-6-7-8-9-10-11-12-13 mm

A7402DM  1/4”   � 10-11-12-13-14-15-16-17-18-19 mm

1544 L  76 mm - 0.03-1.00 mm

6700SM  1/4”   �5.5-6-7-8-9-10-11-12-13 mm

6709M  1/4” - 3-4-5-6-8 mm

6709PH  1/4” - PH1-PH2-PH3

6709TORX  1/4” - T8-T9-T10-T15-T20-T25-T27-T30-T40

6950SL  1/4”   1/4” -  L  120 mm

6954  1/4”   1/4” -  L  115 mm

6956  1/4”   1/4” -  L  150 mm

6958  1/4” -  L  153 mm
6960
6961
6962
6962L

 1/4” -  L  50 mm
 1/4” -  L  101 mm
 1/4” -  L  152 mm
 1/4” -  L  335 mm

6966  1/4”   1/4” -  L  35 mm

6972H  1/4”   1/4” -  L  26 mm

7400SM  1/4”   � 6-7-8-9-10-11-12-13-14-15-16-17-
18-19-22 mm

7407H  1/4”   3/8” -  L  26 mm

7409M  3/8” - 3-4-5-6-7-8-10 mm

7409TORX  3/8” - T25-T27-T30-T40 -T45 -T50

7750SL  3/8”   3/8” -  L  205 mm

7754  3/8”   3/8” -  L  160 mm

7758  3/8” -  L  250 mm
7760
7761
7762

 3/8” -  L  75 mm
 3/8” -  L  127 mm
 3/8” -  L  252 mm

7764  3/8”   1/4” -  L  24,7 mm

7765  1/4”   3/8” -  L  25 mm

7766  3/8”   3/8” -  L  51.5 mm

7800SM  1/2”   �10-11-12-13-14-15-16-17-18-19-21-
22-24-27-30-32 mm

7807H  1/4”   1/2” -  L  38 mm

7809M  1/2” - 5-6-7-8-10-12-14-17-19 mm

7809TORX  1/2” - T20-T25-T27-T30-T40-T45-T50-
T55-T60

8150SL  1/2”   1/2” -  L  265 mm

8154-1/2  1/2”   1/2” -  L  283 mm
8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8164-1/2  3/8”   1/2” -  L  33 mm

8165-1/2  1/2”   3/8” -  L  37 mm

8166-1/2  1/2”   1/2” -  L  72 mm

8964  1/2”   374” -  L  45 mm

 
1/4" 
3/8"  
1/2"

300

168 34

66

111M 6-7-8-9-10-11-12-13-14-15-16-17-18-19-
21-22-24-27-30-32 mm

1320RM 8-9-10-11-12-13 mm

6M 6-7; 8-9; 10-11; 12-13; 14-15; 16-17; 
18-19; 20-22; 24-27; 30-32 mm

9071C  27 mm;  L  208 mm /8”

7

19

FS-8 L  165 mm

1-100-06-1-2
1-100-06-2-2 mm

 150 mm 

1-160-06-1-2
mm  150 mm 

1-210-06-1-2
mm

 150 mm 

1-230-06-1-2
mm  150 mm 

2509 L  525 mm

2535F2  10 mm;  L  535 mm

3625W-35  35 mm; 100x300 mm

3734 L  150 mm -   3-5-8 mm

3735-4-120 L  120 mm -   4 mm

3740-150 L  150 mm -  18 mm

3745-150 L  150 mm -  6 mm
481-300
481-500

  300 g; 105x300x23 mm
  500 g; 118x300x27 mm

8158-1/2  1/2” -  L  390 mm

319 L  300 mm /11”

BE-8020L
BE-8030

   0.5 x 3.0 x 75
   0.6 x 3.5 x 75

BE-8155    1.2 x 6.5 x 125

BE-8260    1.6 x 8.0 x 175

BE-8350    1.0 x 5.5 x 25

BE-8601
BE-8602

   PH1 x 25
   PH2 x 25

BE-8610
BE-8620

   PH1 x 75
   PH2 x 100

BE-8630    PH3 x 150

BE-8910
BE-8915
BE-8920
BE-8925
BE-8927
BE-8930
BE-8940

   T10 x 75
   T15 x 100
   T20 x 100
   T25 x 125
   T27 x 125
   T30 x 150
   T40 x 150

BE-9770  1.5-2-2.5-3-4-5-6-8-10 mm

MTB-3-16 3 m;   16 mm

1150-1/2H/P 235 x 75 x 9

1177-SCRIBE 70°;  L  230 mm

2820EF2 L  200 mm

5515T-52  30 mm;  L  180-690 mm

59S/31-1

 1/4”: �PH1-PH2-PH3-PH2G; T25-T15-
T20-T10-T27-T30; H3-H4-H5-H6; 
PZ1-PZ2-PZ3; 0.8x5.5-0.6x4.5-
0.5x3.0; KM653-QR

808050S  1/4”  mm  68 mm 

2047-0.8-4   L  100 mm

2047PR-1-2  PH1-2 x 100 mm

13

2101GC-125IP
2101GC-160IP

L  125 mm
L  160 mm

21HDGC-200IP L  200 mm

2427 GC-200IP L  200 mm

2430 GC-200 IP L  200 mm

2628 GC-160IP Fe+
mm  2.0;  Piano

mm  1.8;  L  160 mm

2928 L  160-200-250 mm 

2951-250 Fe+
mm  3.0 - L  250 mm

2952-165 L  165 mm

8224CIP L  250 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOCSI 
SZERSZÁMKÉSZLETTEL

1472K7/S1 
Szerszámkocsi 7 fiókkal  
300 szerszámmal felszerelve  

�� 3/3 szerszámmodul 543 x 445mm

FF1A08

Dugókulcsok és tartozékok
FF1A09

Csavarkulcsok

FF1A10
Csavarhúzók és 
mérőeszközök

A betétek 
külön-külön is 
kaphatók.

FF1A12
Forgácsoló- és ütőszerszámok

FF1A11

Fogók

690.000 FT nettó
876.300 FT bruttó
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Ø 60 x 20 mm

450 x 410 x 210
mm

465 x 410 x 255
mm

465 x 405 x 255
mm

22
KG

600 x 305 x 295
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

4750PTB60
Hordozható  
szerszámosláda, 
üres

�� �Rendkívül robusztos és  
strapabíró kialakítás

Szerszámok  
nélkül szállítjuk

Alumínium fogantyú

Két különálló 
doboz kívül

4750RC02  
Erősített koffer 

�� Szerszámtároló rekeszekkel és kétoldali 
szerszámtároló elválasztóval, két oldalon 
műanyag zsebekkel

�� Szerszámtároló rekeszekkel a fenékrész-
ben, egyik oldalon műanyag zsebbel

4750RCW01  
Erősített gurulós koffer  

�� Szerszámtároló rekeszekkel és kétoldali 
szerszámtároló elválasztóval, két oldalon 
műanyag zsebekkel

�� Szerszámtároló rekeszekkel a fenékrész-
ben, egyik oldalon műanyag zsebbel

�� �Teleszkópos fogantyúval és görgőkkel

4750RCW011   
Erősített gurulós koffer 

�� Szerszámtároló rekeszekkel és kétol-
dali szerszámtároló elválasztóval, két 
oldalon gumicsíkokkal

�� Szerszámtároló rekeszek a fenékrész-
ben, egyik oldalon gumicsíkkal

�� �Teleszkópos fogantyúval és görgőkkel

SZERSZÁM-
KOFFER
Erősített koffer  

�� Dupla fémvasalással erősített

�� Iratrekesz

Lágy, gumiból 
készült fogantyú

Fenékrekesz 
kivehető 
válaszfalakkal

�Robusztus teleszkópos 
fogantyú alumíniumból

4750RC sorozat 4750RCW sorozat

�Központizár-
rendszer egy 
kulccsal

61.000 FT nettó
77.470 FT bruttó

10.890 FT nettó
13.830 FT bruttó

99.000 FT nettó
125.730 FT bruttó

109.000 FT nettó
138.430 FT bruttó

www.sa
nd

vik
en

.hu
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-33 °C – +90 °C

430 x 340 x 156
mm

545 x 350 x 240
mm

630 x 480 x 290
mm

523 x 300 x 257
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Stabil, Erősített koffer  
polipropilénből

�� Ellenálló a korrózióval, szennyeződésekkel, vízzel  
és hydraulika olajjal szemben

�� Rozsdamentes acél zsanér csapok

�� Lakattal zárható

4750RCHD01
Erősített koffer

�� Párnázott vállpánttal

4750RCHDW01  
Erősített koffer  
görgőkkel

�� Görgőkkel és teleszkópos fogóval

�� Kerekek: Ø 60 x 20mm 

4750RCHDW02  
Nagy, Erősített 
koffer görgőkkel

�� Görgőkkel és teleszkópos fogóval

�� Kerekek: Ø 60 x 37mm

Megerősítések 
az erősen 
igénybe vett 
részeknél

 
2 záróretesz

Gumibevonatú 
hordfogantyú

Jelzőcímke

Szelep a légnyomás-
kiegyenlítéshez

Légmentes 
poliuretán 
szigetelőgyűrű

A szerszámok biztonságos szállítása 
méretre szabott habszivacs betétekben

1483KHD3RB
Fém szerszámosláda  
három fiókkal, üres

�� �Duplafalú keret védi  
a fiókok és a vezetősínek  
működőképességét 
sérülések esetén

Szerszámok 
nélkül szállítjuk

Stabila oldalsó  
fogantyúk

Teljesen kihúzható fiókok 
reteszelő funkcióval

Megerősített fedélrekesz 
nagyobb igénybevételhez

Szerszámtartók 
a fedélben

Fogantyú a fedélen

103.390 FT nettó
131.305 FT bruttó

68.000 FT nettó
86.360 FT bruttó

87.000 FT nettó
110.490 FT bruttó

130.000 FT nettó
165.100 FT bruttó

www.sa
nd

vik
en

.hu
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240

560 x 365 x 267
mm

 1/4" + 3/8"

-33 °C – +90 °C

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOFFER 
SZERSZÁMKÉSZLETTEL

4750RCHDW01FF1 

Erősített gurulós koffer, teleszkópos fogantyúval  
6 szerszámkészlet habszivacsban

�� Repülőgép-szerelőknek, a mobil alkalmazás igényeihez alakítva

�� Metrikus & collos

�� Szerszámösszeállítások: FF2B01, FF2B02, FF2B03, FF2B04, 
FF2B05, FF2B06

PDF letöltése
Terméklap

863.000 FT nettó
1.096.010 FT bruttó

www.sa
nd

vik
en

.hu
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159 194

-33 °C – +90 °C

560 x 365 x 267
mm

 1/4" + 3/8" 1/4" + 3/8"

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMKOFFER 
SZERSZÁMKÉSZLETTEL

PDF letöltése
Terméklap

PDF letöltése
Terméklap

4750RCHDW01FF2

Erősített gurulós koffer, teleszkópos fogantyúval  
6 szerszámkészlet habszivacsban

�� Repülőgép-szerelőknek, különösen a mobil használatra

�� Minden repülőgéptípushoz illik

�� collos: 1/4"; 3/8"

�� Szerszámösszeállítások: FF2B07, FF2B08, FF2B09, 
FF2B10, FF2B11

4750RCHDW01FF3 

Erősített gurulós koffer, teleszkópos fogantyúval  
5 szerszámkészlet habszivacsban

�� Általános karbantartási munkálatokhoz

�� Metrikus

�� Szerszámösszeállítások: FF2B12, FF2B13, FF2B14, 
FF2B15, FF2B16

630.000 FT nettó
800.100 FT bruttó

600.000 FT nettó
762.000 FT bruttó

www.sa
nd

vik
en

.hu
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346

523 x 257 x 300
mm

 1/4" + 3/8"

111M 6-7-8-9-10-11-12-13-14-15-16-17-18- 
19-21-22 mm

6M 6x7-8x9-10x11-12x13-14x15-16x17-18x19-
20x22 mm

9070C  20 mm;  L  158 mm /8”

2820EF2 L  200 mm

5515T-52  30 mm;  L  255-450 mm

2509 L  525 mm

2535F2  10 mm;  L  535 mm

3625N-32  32 mm; 100x300 mm

481-300   300 g; 105x300x23 mm

7762  3/8”:  L  252 mm

BE-8020L
BE-8030

   0.5 x 3.0 x 75
   0.6 x 3.5 x 75

BE-8155    1.2 x 6.5 x 125

BE-8260    1.6 x 8.0 x 175

BE-8350    1.0 x 5.5 x 25

BE-8601
BE-8602

   PH1 x 25
   PH2 x 25

BE-8610
BE-8620

   PH1 x 75
   PH2 x 100

BE-9770  1.5-2-2.5-3-4-5-6-8-10 mm

59S/31-1

 1/4”: �PH1-PH2-PH3-PH2G; 
T25-T15-T20-T10-T27-T30; 
H3-H4-H5-H6; PZ1-PZ2-PZ3; 
0.8x5.5-0.6x4.5-0.5x3.0; KM653-QR

808050S  1/4”  mm  68 mm 

808050P
 1/4”: PH1-PH2; PZ1-PZ2;  4.5-5.5 

mm 
2047-0.8-4   L  100 mm

2047PR-1-2  PH1-2 x 100 mm

2430 GC-200 IP L  200 mm

2628GC-160IP Piano
mm  2.0 -  L  160 mm

8824CIP L  250 mm

2101GC-160IP L  160 mm

MTB-3-16 3 m -   16 mm

3734 L  150 mm -   3-5-8 mm

3735-4-120 L  120 mm -   4 mm

1150-1/2H/P 235 x 75 x 9

1177-SCRIBE 70°;  L  230 mm

1544 L  76 mm - 0.03-1.00 mm

2058-BR  1/4” - 8 mm

6700SM  1/4”   5.5-6-7-8-9-10-11-12-13 mm

6700TORX-E  3/8” - E8-E10

6709M  1/4” - 3-4-5-6-8 mm

6709PH  1/4” - PH1-PH2-PH3

6709TORX  1/4” - T8-T9-T10-T15-T20-T25-T27-T30-T40

6950SL  1/4”   1/4” -  L  120 mm

6954  1/4”   1/4” -  L  115 mm

6956  1/4”   1/4” -  L  150 mm

6958  1/4” -  L  153 mm

6960
6961
6962
6962L

 1/4” -  L  50 mm
 1/4” -  L  101 mm
 1/4” -  L  152 mm
 1/4” -  L  335 mm

6966  1/4”   1/4” -  L  35 mm

6972H  1/4”   1/4” -  L  26 mm

7400SM  1/4”   � 6-7-8-9-10-11-12-13-14-15-16-17-
18-19-22 mm

7407H  1/4”   3/8” -  L  26 mm

7409M  3/8” - 3-4-5-6-7-8-10 mm

7409TORX  3/8” - T25-T27-T30-T40 -T45 -T50

7750SL  3/8”   3/8” -  L  205 mm

7754  3/8”   3/8” -  L  160 mm

7758  3/8” -  L  250 mm
7760
7761

 3/8” -  L  75 mm
 3/8” -  L  127 mm

7764  3/8”   1/4” -  L  24.7 mm

7765  1/4”   3/8” -  L  25 mm

7766  3/8”   3/8” -  L  51.5 mm

8164-1/2  3/8”   1/2” -  L  33 mm

A6800DM  1/4”    �5.5-6-7-8-9-10-11-12-13 mm

A7402DM  1/4”   � 10-11-12-13-14-15-16-17-18-19 mm

95 5 12

26

53

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMOSLÁDÁK 
1483KHD3RB-FF3  
Fém szerszámosláda  
szortimenttel  

FF3A09
Dugókulcsok és tartozékok

Fedélrekesz
Kalapácsok és tartozékok

FF3A11
Fogók, mérőeszközök

FF3A12
Csavarkulcsok és tartozékok

FF3A10
Csavarhúzók

499.000 FT nettó
633.730 FT bruttó

www.sa
nd

vik
en

.hu
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523 x 257 x 300
mm

146  1/4" + 1/2"

111M 6-7-8-9-10-11-12-13-14-15-16-17-18- 
19-21-22 mm

6M 6x7-8x9-10x11-12x13-14x15-16x17-18x19-
20x22 mm

9070C  20 mm;  L  158 mm /8”

2820EF2 L  200 mm

5515T-52  30 mm;  L  255-450 mm

2509 L  525 mm

2535F2  10 mm;  L  535 mm

3625N-32  32 mm; 100x300 mm

481-500   500 g; 118x300x27 mm

BE-8020L
BE-8030

   0.5 x 3.0 x 75
   0.6 x 3.5 x 75

BE-8155    1.2 x 6.5 x 125

BE-8260    1.6 x 8.0 x 175

BE-8350    1.0 x 5.5 x 25

BE-8601
BE-8602

   PH1 x 25
   PH2 x 25

BE-8610
BE-8620

   PH1 x 75
   PH2 x 100

BE-9770  1.5-2-2.5-3-4-5-6-8-10 mm

59S/31-1

 1/4”: �PH1-PH2-PH3-PH2G; 
T25-T15-T20-T10-T27-T30; 
H3-H4-H5-H6; PZ1-PZ2-PZ3; 
0.8x5.5-0.6x4.5-0.5x3.0; KM653-QR

808050S  1/4”  mm  68 mm 

808050P
 1/4”: PH1-PH2; PZ1-PZ2;  4.5-5.5 

mm 
2047-0.8-4   L  100 mm

2047PR-1-2  PH1-2 x 100 mm

2430 GC-200 IP L  200 mm

2628GC-160IP Piano
mm  2.0 -  L  160 mm

8824CIP L  250 mm

2101GC-160IP L  160 mm

MTB-3-16 3 m -   16 mm

3734 L  150 mm -   3-5-8 mm

3735-4-120 L  120 mm -   4 mm

1150-1/2H/P 235 x 75 x 9

1177-SCRIBE 70°;  L  230 mm

7800SM  1/2”   �10-11-12-13-14-15-16-17-18-19-
21-22-24-27-30-32 mm

7809M  1/2” - 5-6-7-8-10-12-14-17-19 mm

7809TORX  1/2” - T20-T25-T27-T30-T40-T45-T50-T55-T60

7807H  1/4”   1/2” -  L  38 mm

8150SL  1/2”   1/2” -  L  265 mm

8154-1/2  1/2”   1/2” -  L  283 mm
8160-1/2
8162-1/2

 1/2”   1/2” -  L  125 mm
 1/2”   1/2” -  L  250 mm

8164-1/2  3/8”   1/2” -  L  33 mm

8165-1/2  1/2”   3/8” -  L  37 mm

8166-1/2  1/2”   1/2” -  L  72 mm

8964  1/2”   3/4” -  L  45 mm

111M 24-27-30-32 mm

6M 24x27-30x32 mm

49

4 12

26

53

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZORTIMENTTEL
1483KHD3RB-FF4  
Fém szerszámosláda  
szortimenttel  

FF3A13
Dugókulcsok és tartozékok

Fedélrekesz
Kalapácsok és tartozékok

FF3A11
Fogók, mérőeszközök

FF3A12
Csavarkulcsok és tartozékok

FF3A10
Csavarhúzók

499.000 FT nettó
633.730 FT bruttó

www.sa
nd

vik
en

.hu
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470 x 230 x 355
mm

400 x 600 x 400
mm

25
KG

470 x 230 x 355
mm

290 x 190 x 445
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

4750FB1-19B
19” zárt szerszámtáska 
fedéllel, üres

Szerszámok  
nélkül szállítjuk

�� �Megerősített műanyag táskaalj

�� Párnázott hordpánttal és fogóval

4750FB1-19A
19” nyitott szerszámtáska 
műanyag aljjal, üres

Szerszámok  
nélkül szállítjuk

�� Vízhatlan műanyag táskaalj

SZERSZÁMTÁSKÁK

4750-VDEC  
Bőr szerszámtáska 
villanyszerelőknek, 
üres

3100TB  
Nyitott szerszám- 
táska, üres

�� 	�Vízálló táskaalj  

�� 	�Kényelmes, párnázott 
hordpánt és fogó

�� Alumínium erősítésű keret

�� Belső alumíniumlemez

19.000 FT nettó
24.130 FT bruttó

31.890 FT nettó
40.500 FT bruttó

14.000 FT nettó
17.780 FT bruttó

14.520 FT nettó
18.440 FT bruttó

www.sa
nd

vik
en
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285 x 285 x 190
mm

275 x 170 x 55
mm

330 x 270 x 70
mm

400 x 300 x 90
mm

350 x 430 x 150
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZERSZÁMTÁSKÁK
4750FB3-12 
12” Szerszámtáska 
villanyszerelőknek,  
üres

�� Megerősített műanyag 
táskaalj

Szerszámok  
nélkül szállítjuk

Földre helyezhető 
táska kiegészítő 
műanyag do-
bozzal

4750FB4-18 
Szerszám- és 
laptoptáska, 
üres

Szerszámok  
nélkül 
szállítjuk

�� Párnázott  
laptop rekesz

�� Megerősített 
műanyag 
táskaaljjal

�� Tépőzárral rögzíthető, 
minden pánthoz alkalmas

4750-VMPH-1 
Mobiltelefon 
zseb

12,30 €

4750FB5A 
Kicsi

Szerszámrendező, üres

4750FB5B 
Közepes

�� Lágy, gumiból készült fogantyú 

4750FB5C 
Nagy

�� Lágy, gumiból készült fogantyú

�� Hálós rekesz iratoknak

Szerszámok  
nélkül 
szállítjuk

Szerszámok  
nélkül szállítjuk

Szerszámok  
nélkül szállítjuk

14.520 FT nettó
18.440 FT bruttó

4.240 FT nettó
5.385 FT bruttó

2.980 FT nettó
3.785 FT bruttó 4.260 FT nettó

5.410 FT bruttó 5.370 FT nettó
6.820 FT bruttó

26.000 FT nettó
33.020 FT bruttó

www.sa
nd
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54

1/4" 1/4"

1/4" 1/4"

1/4" 1/4"

<25mm> <125mm> <150mm>

4.5 PH1 PZ1 T10 x2 TR10 HEX3 R1 PH1 T20
5.5 PH2 x4 PZ2 x4 T15 x2 TR15 HEX4 R2 PH2 T25

PH3 PZ3 T20 x4 TR20 HEX5 T30
PH2G x2 T25 x2 TR25 HEX6

T27 TR30 HEX8 PZ1
T30 x4 PZ2
T40

10 15 20 25 27 30 40 T/TR

100

<25mm>

4.5 PH1 PZ1 x2 T10 x3 TR10 HEX3 R1
5.5 PH2 x9 PZ2 x9 T15 x5 TR15 HEX4 x3 R2

PH3 PZ3 T20 x15 TR20 HEX5
PH2G x5 T25 x8 TR25 HEX6 x3

T27 TR30 HEX8
T30 x15
T40 x3

1/4" 1/4"

1/4" 1/4"

1/4" 1/4"10 15 20 25 27 30 40 T/TR

31

4.5 PH1 PZ1 T10 HEX3
5.5 PH2 x3 PZ2 x3 T15 x3 HEX4

PH3 PZ3 T20 x3 HEX5
PH2G x2 T25 x2 HEX6

T27
T30

1/4" 1/4" 1/4" 1/4"

PH2 x3 PZ2 x2 T10 HEX2.5

PH2G x2 PZ3 T15 x4 HEX3.0

T20 x3

T25 x2

1/4" 1/4"

1/4" 1/4"

22  �1/4" DIN 3126-C6.3, ISO 1173

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

BITKÉSZLETEK ÉS 
CSAVARHÚZÓK

59S/22-2
Bitkészlet 

�� Műanyag 
tartóban

59/S31B
Bitkészlet �

 �1/4" DIN 3126-C6.3, 
ISO 1173

59/S100BC
Bitkészlet �

 �1/4" DIN 3126-C6.3,  
ISO 1173

COLOURED

59/S54BC
Bitkészlet �

 �1/4" DIN 3126-C6.3,  
ISO 1173

COLOURED

6.890 FT nettó
8.750 FT bruttó

8.390 FT nettó
10.655 FT bruttó

3.390 FT nettó
4.305 FT bruttó

2.980 FT nettó
3.785 FT bruttówww.sa

nd
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30°

26

1/4"8 mm

4.0 PH1 PZ1 T10 3 6
5.0 PH2 PZ2 T15 4 7
6.0 PH3 PZ3 T20 5 8

T25 6 10
T30 13

1/4" 1/4" 1/4" 1/4"

0.6x4.5 PH1 PZ1
0.8x5.5 PH2 PZ2

0.6x4.5 PH1 PZ1
0.8x5.5 PH2 PZ2

0.6x4.5 PH1 PZ1
0.8x5.5 PH2 PZ2

95 mm

1/4" 1/4"

60 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

19,95 €

 �1/4" DIN 3126-C6.3, ISO 1173

808050P
Bitfejes racsnis csavarhúzó  
pisztoly fogantyúval

�� Pisztoly markolat gombnyomásra 
30°-kal elfordítható

�� A magazin 6 bitet tartalmaz 

808050
Bitfejes racsnis csavarhúzó 

 �1/4" DIN 3126-C6.3, ISO 1173

�� A magazin 6 bitet tartalmaz 

808050L
Bitfejes racsnis csavarhúzó 
LED-del

 �1/4" DIN 3126-C6.3, ISO 1173

�� A magazin 6 bitet tartalmaz

808050S
Bitfejes racsnis csavarhúzó, 
rövid

 �1/4" DIN 3126-C6.3, ISO 1173

�� Szűk területen 
való munkához

KM653-QR-1P 
Mágneses bittartó

2058/S26
Bit-dugókulcs készlet 
bitracsnival

�� ��A szabadalmaztatott 1/4” bitracsni segítségével 
(USA szabadalom 6860175) a szűk helyeken 
lévő csavarokat és anyákat könnyen  
meg lehet húzni vagy kilazítani.

6.890 FT nettó
8.750 FT bruttó

6.390 FT nettó
8.115 FT bruttó

4.890 FT nettó
6.210 FT bruttó

3.260 FT nettó
4.140 FT bruttó

6.890 FT nettó
8.750 FT bruttó

7.110 FT nettó
9.030 FT bruttó

www.sa
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26 Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

ERGO™ csavarhúzók  
hornyolt csavarokhoz

�� BE-8160 hatszögű kiképzéssel a száron, 
kulccsal való meghajtáshoz

ERGO™ rozsdamentes acél  
csavarhúzók Phillips® csavarokhoz

ROZSDAMENTES ACÉL PENGE

ERGO™ csavarhúzók  
Phillips® csavarokhoz

�� BE-8630 hatszögű kiképzéssel a száron, 
kulccsal való meghajtáshoz

ERGO™ csavarhúzók 
Pozidriv® csavarokhoz

�� BE-8830 hatszögű kiképzéssel a száron, 
kulccsal való meghajtáshoz

CSAVARHÚZÓK

BAHCO mm mm mm mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8010  0.4 x 2.5 x 60 20 x 122 182 – 1.340 1.055

BE-8030  0.6 x 3.5 x 75 20 x 122 197 – 1.765 1.390

BE-8040  0.8 x 4.0 x 100 20 x 122 222 – 2.045 1.610

BE-8150  1 x 5.5 x 100 27 x 122 222 – 3.175 2.500

BE-8155  1.2 x 6.5 x 125 36 x 122 247 – 3.810 3.000

BE-8160  1.6 x 8 x 125 36 x 122 247 14 6.210 4.890

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8610i  PH 1 x 75 27 x 122 197 3.505 2.760

BE-8620i  PH 2 x 100 36 x 122 222 4.750 3.740

BAHCO mm mm mm mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8600  PH 0 x 60 20 x 122 182 – 2.400 1.890

BE-8610  PH 1 x 75 27 x 122 197 – 2.870 2.260

BE-8620  PH 2 x 100 36 x 122 222 – 3.950 3.110

BE-8630  PH 3 x 150 36 x 122 272 14 7.250 5.709

BAHCO mm mm mm mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8800  PZ 0 x 60 20 x 122 182 – 2.870 2.260

BE-8810  PZ 1 x 75 27 x 122 197 – 3.340 2.630

BE-8820  PZ 2 x 100 36 x 122 222 – 4.140 3.260

BE-8830  PZ 3 x 150 36 x 122 272 14 6.350 5.000
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Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

BE-3529  
ERGO™ O-gyűrű kiszedő

�� Leválasztáshoz

ERGO™ csavarhúzók 
Torq-Set® csavarokhoz

ERGO™ csavarhúzók 
belső hatlapú csavarokhoz

�� Gömbfejjel, a könnyebb hozzáférésért

ERGO™ csavarhúzók 
Torx® csavarokhoz

1	� Tartós színkódolás a nyél mindkét végén 
a gyorsabb beazonosítás érdekében. 

2	� Optimális nyélhosszúság gyorsforgató 
zónával

3	� Háromkomponensű nyél: szilárd mag jó 
fogású felülettel

4	� Lekerekített formák a nyomáspontok 
kiküszöbölésére

5	� Lágy, csúszásmentes felület

6	� Laposított kialakítás, elgurulás ellen

Ergonomikus csavarhúzó
Az extrák a kezében vannak

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-3529 3 x 175 20 x 122 175 5.385 4.240

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8080-1  1 x 75 27 x 122 197 6.490 5.110

BE-8080-2  2 x 75 27 x 122 197 6.655 5.240

BE-8080-3  3 x 75 27 x 122 197 6.655 5.240

BE-8080-4  4 x 75 27 x 122 197 6.655 5.240

BE-8080-5  5 x 75 27 x 122 197 6.655 5.240

BE-8080-6  6 x 75 27 x 122 197 6.655 5.240

BE-8080-8  8 x 100 27 x 122 222 9.195 7.240

BE-8080-10  10 x 100 27 x 122 222 9.195 7.240

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8715  H 1.5 x 60 20 x 122 182 1.930 1.520

BE-8702  H 2 x 100 20 x 122 222 1.930 1.520

BE-8725  H 2.5 x 100 20 x 122 222 2.070 1.630

BE-8703  H 3 x 100 20 x 122 222 2.070 1.630

BE-8704  H 4 x 100 27 x 122 222 2.400 1.890

BE-8705  H 5 x 100 36 x 122 222 2.870 2.260

BE-8706  H 6 x 125 36 x 122 247 3.340 2.630

BE-8708  H 8 x 150 36 x 122 272 4.940 3.890

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8904  T 4 x 75 20 x 122 197 2.680 2.110

BE-8905  T 5 x 75 20 x 122 197 2.680 2.110

BE-8906  T 6 x 75 20 x 122 197 2.680 2.110

BE-8907  T 7 x 75 20 x 122 197 2.680 2.110

BE-8908  T 8 x 75 20 x 122 197 2.680 2.110

BE-8909  T 9 x 75 20 x 122 197 2.680 2.110

BE-8910  T 10 x 75 20 x 122 197 2.845 2.240

BE-8915  T 15 x 100 27 x 122 222 2.845 2.240

BE-8920  T 20 x 100 27 x 122 222 2.870 2.260

BE-8925  T 25 x 125 27 x 122 247 3.150 2.480

BE-8930  T 30 x 150 36 x 122 272 3.670 2.890
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A BAHCO összes szigetelt szerszáma az 1000 V vál-
tóáramúnál, ill. 1500 V egyenáramúnál nem magasabb 
feszültség alatt álló rendszerekkel való munkára vonat-
kozó IEC 60900 szerinti nemzetközi szabványoknak 
megfelelően készült. Ezeket szigorú minőségellenőrzés-
nek és rendkívül komoly vizsgálatoknak vetették alá. 

A feszültség alatt lévő alkatrészekkel, ill. szerszá-
mokkal végzett munka biztonságának garantálása 
érdekében minden szerszámot 10 másodpercen 
keresztül 10 000 V feszültség mellett teszteltek.

Szigetelt ERGO™ csavarhúzók 
Phillips® csavarokhoz

�� Az IEC 900, DIN EN 60900, VDE 0682 (201. rész) 
szabványok szerint

Szigetelt ERGO™ csavarhúzók 
hornyolt csavarokhoz

�� Az IEC 900, DIN EN 60900, VDE 0682 (201. rész) 
szabványok szerint

Szigetelt ERGO™ csavarhúzók 
Pozidriv® csavarokhoz

�� Az IEC 900, DIN EN 60900, VDE 0682 (201. rész) 
szabványok szerint

Szigetelt ERGO™ csavarhúzók 
Torx® csavarokhoz

�� NAz IEC 900, DIN EN 60900, VDE 0682 (201. rész) 
szabványok szerint

SZIGETELT 1000 V 
CSAVARHÚZÓK

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8600S  PH 0 x 75 20 x 122 197 2.870 2.260

BE-8610S  PH 1 x 80 27 x 122 202 3.480 2.740

BE-8620S  PH 2 x 100 36 x 122 222 4.750 3.740

BE-8630S  PH 3 x 150 36 x 122 272 6.655 5.240

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8010S  0.4 x 2.5 x 75 20 x 122 197 2.515 1.980

BE-8220S  0.5 x 3.0 x 100 20 x 122 222 2.680 2.110

BE-8230S  0.6 x 3.5 x 100 20 x 122 222 2.680 2.110

BE-8040S  0.8 x 4.0 x 100 20 x 122 222 3.315 2.610

BE-8050S  1.0 x 5.5 x 125 27 x 122 247 3.950 3.110

BE-8065S  1.2 x 8.0 x 175 36 x 122 297 6.490 5.110

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8810S  PZ 1 x 80 27 x 122 202 3.810 3.000

BE-8820S  PZ 2 x 100 36 x 122 222 5.080 4.000

BE-8830S  PZ 3 x 150 36 x 122 272 7.150 5.630

BAHCO mm mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BE-8908S  T 8 x 75 20x 122 197 3.200 2.520

BE-8909S  T9 x 75 20 x 122 197 3.200 2.520

BE-8910S  T 10 x 100 20 x 122 222 3.035 2.390

BE-8915S  T 15 x 125 27 x 122 247 3.035 2.390

BE-8920S  T 20 x 125 27 x 122 247 3.150 2.480

BE-8925S  T 25 x 150 27 x 122 272 3.150 2.480
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808061

808062

0.5x3.5 0.5x3.5

100 mm

170 mm134 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Szabadalmaztatott: 
gombnyomás a pengék 

kioldásához

BAHCO design:  
lágy, csúszásmentes nyél a 
kényelmes munkavégzéshez

Nem vezető burkolat, gyors pengecsere 
a klikk rendszernek köszönhetően

808061 / 808062 
Szigetelt racsnis csavarhúzó nyelek  
6 cserélhető pengével, készletben 

KESKENY PENGE

30 %-kal keskenyebb   
a hagyományos pengéknél

8045VDE 
Fázisceruza 250 voltig

8045LVDE 
Fázisceruza 250 voltig

�� Ütésálló műanyag nyél

�� DIN VDE 0680/6 GS szerint tesztelve

�� Hengeres formájú ütésálló műanyag  
nyél klipsszel

�� DIN VDE 0680/6 GS szerint tesztelve

�� 48 fogas racsnis mechanizmus a gyors meghúzáshoz

�� 6 pengét tartalmazó praktikus táskával és övbújtatóval

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

808061
0.4x2.5 0.5x3.0 0.8x4.0 1.0x5.5

23.990 18.890
PH1 PH2

808062
0.4x2.5 0.5x3.0 0.8x4.0 1.0x5.5

23.990 18.890
PZ1 PZ2

4.980 FT nettó
6.325 FT bruttó

2.980 FT nettó
3.785 FT bruttó
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0.5 x 3.0 mm
0.8 x 4.0 mm

1.0 x 5.5 mm

PH1
PH2

0.5 x 3.0 mm
0.8 x 4.0 mm

1.0 x 5.5 mm
1.2 x 6.5 mm

PH1
PH2

5

6

0.6 x 3.5 x75
0.8 x 4.5 x100
1.0 x 5.5 x100
1.2 x 6.5 x125

PH1 x100
PH2 x125

6

1.5  2  2.5  3  4  5  6  8  10  mm 

9

6

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

KESKENY PENGE

30 %-kal keskenyebb  
a hagyományos pengéknél

BE-9881SL  
ERGO™ csavarhúzó készlet 
keskeny pengékkel, szigetelt

�� Az IEC 900, DIN EN 60900, 
VDE 0682 (201. rész) szabványok szerint

BE-9881i  
ERGO™ rozsdamentes acél csavarhúzó készlet  

 

�� ISO 2380 / DIN 5264

A ROZSDAMENTES ACÉL PENGE 

CSAVARHÚZÓK

BE-9770i  
Rozsdamentes acél 
gömbfejű imbuszkulcs 
készlet

�� Korrózióálló rozsdamentes 
acél szár

�� Gömbfejjel, a jobb 
hozzáférésért

BE-9881TB 
ERGO™ átmenő szárú, üthető 
nyélvégű csavarhúzó készlet

6.890 FT nettó
8.750 FT bruttó

8.740 FT nettó
11.100 FT bruttó

5.520 FT nettó
7.010 FT bruttó

9.740 FT nettó
12.370 FT bruttó

www.sa
nd

vik
en

.hu



31

24

6

1.0 2.0 PH00 PZ0 T6 T10 M 1.5

1.2 3.0 PH0 PZ1 T7 T15 M 2.0

1.5 3.5 PH1 PZ3 T8 T20 M 2.5

1.8 4.0 T9 M 3.0

87 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

903T-  
T-nyelű csavarhúzó készletek  

Hosszú penge a jó forgatáskontroll érdeké-
ben, könnyű hozzáférést biztosít a mélyen 
fekvő csavarokhoz 

Rövid 90° penge a magas forgatónyo-
maték-átvitelért a korlátozott magasságú 
munkákhoz  

2-komponensű nyél

706-5  
Precíziós csavarhúzó készlet

�� Elforduló markolatvég a gyors meghúzáshoz és kioldáshoz

�� Tartós színkódolás a helyes profil azonosításához

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

903T-1 Imbusz 3, 4, 5, 6, 8, 10 mm 22.720 17.890

903T-2 TORX® T10, T15, T20, T25, T30, T40 21.450 16.890

903T-3 Dugókulcs 5, 6, 7, 8, 10, 13 mm 22.720 17.890

44.000 FT nettó
55.880 FT bruttó
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5°  5°  5°  

5°  

6°  

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Irányváltós racsnik keskeny fejjel    

6950SL
Irányváltós racsni 1/4"  

�� �72 fog

7750SL
Irányváltós racsni 3/8" 

�� 72 fog

8150SL
Irányváltós racsni 1/2" 

�� 72 fog

Extra keskeny fej a 
jobb hozzáféréshez 

Gyors irányváltó kar

Gyorskioldó fej

7755-3/8
Irányváltós racsni 3/8"

�� 72 fog

8155-1/2
Irányváltós racsni 1/2"

�� 60 fog

ERGO™ egykezes irányváltós racsniK

BAHCO  mm g

7755-3/8 3/8"  5° 215 245

8155-1/2 1/2"  6° 260 575

Gyorskioldó fej Gyorsállító korong

Integrált irányváltó 
gyűrű az egyszerű 
működtetéshez

IRÁNYVÁLTÓS RACSNIK

BAHCO  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

6950SL 1/4" 5° 120 90 15.100 11.890

7750SL 3/8"  5° 205 200 18.390 14.480

8150SL 1/2"  5° 265 440 20.295 15.980

16.110 FT nettó
20.460 FT bruttó

18.630 FT nettó
23.660 FT bruttó
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13

7

12

8

7

7

5

6

10

6

8

8

4  4.5  5  5.5  6  7  8  9  10  11  12  13  14

6  7  8  9  10  11  12  13 mm 50.6 T20  T25  T27  T30  T40  T45  T50  T55  T60

10  13  14  17  19  22 mm 82.68  10  11  12  13  14  17  19 mm 60 - 63

10  11  13  14  15  16  17  19  21  228  9  10  11  12  13  14  15  16  17  18  19

E8  E10  E11  E12  E14  E16  E18 E10  E12  E14  E16  E18  E20  E24

M3  M4  M5  M6  M7  M8  M10 M4  M5  M6  M7  M8  M10  M12  M14

TR27  TR30  TR40  TR45  TR50

50 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

DUGÓKULCSOK

KM6750 
Mágneses dugókulcsok

   
1/4"

K6650- Összekötő elemek 

6713MH 
Dugókulcs készlet

 1/4"

Dugókulcs készletek 
sorkapocsra:

7400SR/S12 
Dugókulcs készlet

 3/8"

7408MD 
Dugókulcs készlet, 
hosszított

 3/8"

7400TORX-ER/S7 
Dugókulcs készlet

 3/8"

7409MR/S7 
Imbusz dugókulcsfejek

 3/8"

7409TORX-TRR/S5 
Dugókulcs készlet 

�� Biztonsági TORX®

 3/8"

7808HM 
Imbusz dugókulcsfejek

 1/2"

7807TE 
Dugókulcs készlet

 1/2"

7806MD
Dugókulcs készlet, 
hosszított

 1/2"

7810MH 
Dugókulcs készlet

 1/2"

6708DMB 
Dugókulcs készlet, 
hosszított

 1/4"

7809TO 
Dugókulcs készlet 
TORX®

 1/2"

IRÁNYVÁLTÓS RACSNIK

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

KM6750-7 1/4" 7 mm 1.270 1.000

KM6750-8 1/4" 8 mm 1.270 1.000

KM6750-10 1/4" 10 mm 1.270 1.000

KM6750-13 1/4" 13 mm 1.270 1.000

KM6750-3/8 1/4"  3/8" 1.270 1.000

BAHCO mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

K6650-1/4-1P 1/4" 1/4" 50 3.670 2.890

K6650-3/8-1P 3/8" 1/4" 60 3.150 2.480

K6650-1/2-1P 1/2" 1/4" 60 3.950 3.110

18.890 FT nettó
23.990 FT bruttó

13.630 FT nettó
17.310 FT bruttó

22.890 FT nettó
29.070 FT bruttó

12.110 FT nettó
15.380 FT bruttó

21.110 FT nettó
26.810 FT bruttó

19.890 FT nettó
25.260 FT bruttó

13.980 FT nettó
17.755 FT bruttó

21.890 FT nettó
27.800 FT bruttó

12.240 FT nettó
15.545 FT bruttó

16.980 FT nettó
21.565 FT bruttó

19.980 FT nettó
25.375 FT bruttó18.370 FT nettó
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DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

25 37

25

34

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SL25 
Dugókulcs készlet

 1/4"

�� Metrikus

�� Magas minőségű acélötvözetből, matt  

�� ISO 1174/DIN 3120

 
Bahco online 
katalógus >

SL25L 
Dugókulcs készlet

 1/4"

�� Metrikus

�� Extra hosszú dugókulcsokkal

�� Magas minőségű acélötvözetből, matt  

�� ISO 1174/DIN 3120

 
Bahco online 
katalógus >

S330 
Dugókulcs készlet

 1/4" + 3/8"

�� Metrikus

�� Magas minőségű acélötvözetből, matt

�� ISO 1174/DIN 3120

 
Bahco online 
katalógus >

10  11  12  13  14  15  16  17  18  19  20  22

 16  21

3/8"  60 fog, 6°-os munkaszög

3/8"  75 & 150 mm

3/8" 

3/8"  1/4"

1/4"  1/4"

1/4"  

 4  5.5  7

 PH 1  2  3  4

 M 3  4  5  6  7  8

4  4.5  5  5.5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  100 mm

1/4"  1/4"

 T10 15  20  25  30 40

 M 5  6  PH 1  2

4  4.5  5  5.5  6  7  8  9  10  11  12  13

 �4  5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  100 mm

1/4"  1/4"

 T10 15  20  25  30 40

 M 4  5  6 

 PH2 x 2  PZ2  x 2

1/8"  5/32"  3/16"  7/32"  1/4"  9/32"   
5/16"  11/32"  3/8"  7/16"  1/2"  9/16"

1/4"  60 fog, 6°-os munkaszög

1/4"  100 mm

1/4"  1/4"

 T10 15  20  25  30 40

 7/32"  1/4"  PH 1  2

SL25AF 
Dugókulcs készlet

 1/4"

�� Collos

�� Magas minőségű acélötvözetből, matt 

�� ISO 1174/DIN 3120

 
Bahco online 
katalógus >

DUGÓKULCS  
KÉSZLETEK

8.390 FT nettó
10.655 FT bruttó

11.980 FT nettó
15.215 FT bruttó

13.890 FT nettó
17.640 FT bruttó

8.390 FT nettó
10.655 FT bruttó

www.sa
nd

vik
en

.hu



35

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

24

56

24

5°  

53

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

S240AF 
Dugókulcs készlet

 1/2"

�� Metrikus + collos

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

1/8"  3/8"  7/16"  1/2"  9/16"  5/8"  11/16"  3/4"  
13/16"  7/8"  15/16"  1"  1.1/16"  1.1/8"  1. 3/16"  
1.1/4" 

  5/8" (16 mm) & 13/16" (21 mm)

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125  & 150 mm

1/2"     

 
Bahco online 
katalógus >

S560 
Dugókulcs készlet

 1/4" + 1/2" 

�� Metrikus

�� ISO 1174/DIN 3120 

�� Bi-hex dugókulcsokkal

�� Magas minőségű acélötvözet, matt 

  
 1/4"

4  4.5  5  5.5  6  7  8  9  10  11  12  13

  
 1/4"

 4  5  6  7  8  9  10  11  12  13

1/4"  72 fog, 5° -os munkaszög

1/4"  

1/4"  50 & 100 mm

1/4"    &   

  
 1/2"

10  11  12  13  14  15  17  19  22  24  27   
30  32

  
 1/2"

 16  21

1/2"  72 fog, 5° -os munkaszög

1/2"  250 mm

1/2"  125 & 150 mm

1/2"    &   

1/2"  5/16"

1/4"  1/4"

1/4"  1/4"

5/16"  T45  T50  T55

 1.5  2  2.5

Irányváltós racsnik  
keskeny fejjel és 72 foggal

 
Bahco online 
katalógus >

10  11  12  13  14  15  16  17  18  19  20  22

  �10  11  12  13  14  15  17  18  19  20  22

 16  21

3/8"  60 fog, 6°-os munkaszög

3/8"  75  & 150 mm

3/8" 

3/8"  1/4"

1/4"  1/4"

1/4"  

 4  5.5  7

 PH 1  2  3  PZ 1  2

 M 2.5  3  4  5  6  7  8

 T10  T15  T20  T25  T30  T40

S330L 
Dugókulcs készlet

 1/4" + 3/8"

�� Metrikus

�� ISO 1174/DIN 3120 

�� Extra hosszú dugókulcsokkal

�� Magas minőségű acélötvözet, matt

 
Bahco online 
katalógus >

S240 
Dugókulcs készlet

 1/2"

�� Metrikus

�� Magas minőségű acélötvözet, matt 

�� ISO 1174/DIN 3120

10  11  12  13  14  15  16  17  18  19  20  21  22  23  
24  27  30  32

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125 & 150 mm

1/2"    &   

 
Bahco online 
katalógus >

19.890 FT nettó
25.260 FT bruttó

23.520 FT nettó
29.870 FT bruttó

23.520 FT nettó
29.870 FT bruttó

28.980 FT nettó
36.805 FT bruttó

www.sa
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DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

94

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

S87+7 
Dugókulcs készlet

 1/4" + 1/2"

�� Metrikus + collos

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

  
 1/4"

4  4.5 5  5.5  6  7  8  9  10  11  12  13

  
 1/4"

  �4  5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  

1/4"  75 & 150 mm

1/4"    &  

  
 1/2"

10  11  12  13  14  15  16  17  18  20  21  23  24   
27  32  34

  
 1/2"

3/8"  7/16"  1/2"  9/16"  11/16"  3/4"  13/16"  7/8"    
1. 3/16"
1/2"  16  21

1/2"  17  19  21  24

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125  & 150 mm

1/2"    &  

1/4"  1/4"

1/4"  1/4"

 4  5.5  7

 PH 1  2  3  4

 M 3  4  5  6  7  8

 1.5  2  2.5
  �8  9  10  11  12  13  14  15  17  19   
21  24  27

  8-9   10-11  12-13  14-15  

 
Bahco online 
katalógus >

S800 
Dugókulcs készlet

 1/4" + 1/2"

�� Metrikus + collos

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

  
 1/4"

4  4.5 5  5.5  6  7  8  9  10  11  12  13

  
 1/4"

  �4  5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  

1/4"  75 & 150 mm

1/4"    &  

  
 1/2"

10  11  12  13  14  15  17  19  20  22  24  27  
 30  32

  
 1/2"

3/8"  7/16"  1/2"  9/16"  11/16"  3/4"  13/16"  7/8"    
1. 3/16"
1/2"  16  21

1/2"  17  19  21  24

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125  & 150 mm

1/2"   &  

1/4"  1/4"

1/4"  1/4"

 4  5.5  7

 PH 1  2  3  4

 M 3  4  5  6  7  8

 1.5  2  2.5

77

 
Bahco online 
katalógus >

DUGÓKULCS 
KÉSZLETEK

36.890 FT nettó
46.850 FT bruttó

49.890 FT nettó
63.360 FT bruttó

www.sa
nd

vik
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DYNAMIC-DRIVE™DYNAMIC-DRIVE™

22  24  27  30  32  33  34  36  38  41  46  50

3/4"  
3/4"    500 - 815 mm

3/4"  200

3/4"  400

3/4"     

106 1792

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SLX 17 
Dugókulcs készlet

 3/4"

�� Metrikus

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

 
Bahco online 
katalógus >

S106 
Dugókulcs készlet

 1/4" + 1/2"

�� Metrikus + collos

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

  
 1/4"

4  4.5 5  5.5  6  7  8  9  10  11  12  13

  
 1/4"

  �4  5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  

1/4"  75 & 150 mm

1/4"   &  

  
 1/2"

10  11  12  13  14  15  17  19  20  22  24  27   
30  32

  
 1/2"

3/8"  7/16"  1/2"  9/16"  11/16"  3/4"  13/16"  7/8"    
1. 3/16"
1/2"  16  21

1/2"  17  19  21  24

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125 & 150 mm

1/2"   &  

1/4"  1/4"

1/4"  1/4"

 4  5.5  7

 PH 1  2  3  4

 M 3  4  5  6  7  8

 1.5  2  2.5
 � 8  9  10  11  12  13  14  15  17  19  
21  24  27
  8-9   10-11  12-13  14-15  

 
Bahco online 
katalógus >

S910 
Dugókulcs készlet

 1/4" + 1/2"

�� Metrikus

�� Magas minőségű acélötvözet, matt  

�� ISO 1174/DIN 3120

  
 1/4"

4  4.5 5  5.5  6  7  8  9  10  11  12  13

  
 1/4"

  �4  5  6  7  8  9  10  11  12  13

1/4"  60 fog, 6°-os munkaszög

1/4"  

1/4"  75 & 150 mm

1/4"   &  

  
 1/2"

10  11  12  13  14  15  17  19  20  22  24  27  
 30  32
1/2"  16  21

1/2"  17  19  21  24

1/2"  60 fog, 6°-os munkaszög

1/2"  250 mm

1/2"  125 & 150 mm

1/2"   &  

1/4"  1/4"

1/4"  1/4"

 4  5.5  7

 PH 1  2  3  4

 M 3  4  5  6  7  8

 1.5  2  2.5

 8  10  11  13  17

 8-9   10-11  12-13  14-15  

 
Bahco online 
katalógus >

�� Ütésálló, olaj- és hőmérsékletálló 
HDPE tárolódoboz

36.980 FT nettó
46.965 FT bruttó

51.890 FT nettó
65.900 FT bruttó

68.000 FT nettó
86.360 FT bruttó

www.sa
nd
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20

10 14 10

14

10 11 12 13 14 15 16 17 
18 19

mm 38

10 11 12 13 14 15 16 17 
18 19

mm 80

 x3

10 11 12 13 14 15 16 17 18 19 mm 38

 x2

10 11 12 13 14 15 16 17 18 19 mm 8010 11 12 13 14 15 16 17 18 19 
20 21 22

mm 38

24 27 mm 45

 x1

10 11 12 13 14 15 16 17 18 
19 20 21

mm 80

22 24 27 mm 88

 x3

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™ DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

GÉPI DUGÓKULCS 
KÉSZLETEK

D/S10  
Gépi dugókulcs  
készlet

 1/2"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

D/S14  
Gépi dugókulcs  
készlet

 1/2"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

DD/S10  
Gépi dugókulcs készlet, 
hosszított kivitel

 1/2"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

DD/S14  
Gépi dugókulcs készlet, 
hosszított kivitel

 1/2"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

D-DD/S20  
Gépi dugókulcs  
készlet

 1/2"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

15.260 FT nettó
19.380 FT bruttó

19.980 FT nettó
25.375 FT bruttó

33.260 FT nettó
42.240 FT bruttó

20.390 FT nettó
25.895 FT bruttó

33.740 FT nettó
42.850 FT bruttówww.sa

nd
vik

en
.hu
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21 22 24 27 30 32 36 41 mm 51–58

21 22 24 27 30 32 36 41 mm 95–100

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

8

8

5314

5°

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

ÁTMENŐ  
DUGÓ-
KULCSOK

K8901M/8 
Gépi dugókulcs  
készlet

 3/4"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

�� Racsni átmenű dugókul-
csokhoz, 3/8" (19 mm)

�� 72 fog

�� Flexibilis fejjel a jobb 
hozzáféréshez

Irányváltó karral

S140T  
Átmenő dugókulcs  
készlet

�� ��Magas minőségű acélötvözet, matt

�� DIN 3120, ISO 1174

 10  11  12  13  14  15  16  17  19  21  22  24

3/8"    72 fog

3/8"    3/8"  mm  75

S530T  
Átmenő dugókulcs  
készlet

�� �Magas minőségű acélötvözet, matt

�� DIN 3120, ISO 1174

 10  11  12  13  14  15  16  17  19  21  22  24

8  9  10  11  12  13  14  15  16  17

E8  E10  E11  E12  E14  E16  E18  E20  E22

3/8"      72 fog

3/8"      3/8"  mm  75

3/8"    1/4"  &   3/8"  &   1/2"

3/8"    1/4"  &   5/16"

5/16"  M  7  8  10  12 mm

5/16"  TTX  40H  45H  50H  55H

1/4"     M  5  6 mm

1/4"     TTX  20H  25H  27H  30H
�� Ütésálló, olaj- és hőmérsékletálló  
HDPE tárolódoboz

K8906M/8 
Gépi dugókulcs készlet, 
hosszított kivitel

 3/4"

�� Magas minőségű acélötvözet, barnított  

�� DIN 3129, ISO 2725

47.890 FT nettó
60.820 FT bruttó

76.110 FT nettó
96.660 FT bruttó

16.980 FT nettó
21.565 FT bruttó

35.260 FT nettó
44.780 FT bruttó

www.sa
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DYNAMIC-DRIVE™

15°

BB
CC

111M/11T
8  9  10  11  12  13  14  15  
17  19  22 mm

111Z/11T
3/8" 	7/16" 	 1/2"	 9/16"  
5/8" 	11/16" 	3/4" 	13/16"  
7/8" 	15/16" 	1" 

111M/14T
6  8  9  10  13  14  15  17  19  22  
24  27  30  32 mm

111M/26T
6  7  8  9  10  11  12  13  14  15  16  17  18  19  
20  21  22  23  24  25  26  27  28  29  30  32 mm

111M/SH12
8  9  10  11  12  13  14  
15  16  17  18  19 mm

15°

BBCC

BBCC

15°
15°

11

11 12

14 26

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Feltekerhető műanyag szerszám-
tartóban, metrikus

Műanyag szer-
számtartóban, 
metrikus

�� övre csatolható

�� könnyű  
azonosítás

99,70 €

CSAVARKULCSOK

111- 
Csillag villáskulcs készletek

�� �ISO 691 / ISO 7738 / ISO 3318 / 
ISO 1711-1 / DIN 3113

U-formájú szár széles 
felfekvési felülettel

Vastag gyűrűvég keskeny 
átmérővel

Collos méretek

78.000 FT nettó
99.060 FT bruttó

33.000 FT nettó
41.910 FT bruttó

15.520 FT nettó
19.710 FT bruttó

13.890 FT nettó
17.640 FT bruttó

23.000 FT nettó
29.210 FT bruttó

www.sa
nd
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12

DYNAMIC-DRIVE™

6  7  8  9  10  11  12  13  14  15  17  19  22 mm

7+2

15°

BB
CC

15°

BBCC

10

6x7  8x9  10x11  12x13  14x15  16x17  18x19  20x22  24x27  30x32 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Komfortosabb fogás az aszim-
metrikus, széles felfekvési 
felülettel rendelkező U-formájú 
szárnak köszönhetően 

Keskeny fej a jobb 
hozzáféréshez

Krómozott mikro-matt 
kivitel magas minőségű 
felülettel

Magas  
minőségű 

acélötvözet 

A széles felfekvési felületek 
és a jól olvasható jelölés 
megkönnyítik a munkát

A Dynamic-Drive profilú 
Bi-hex gondoskodik a 
csavarok és anyák magas 
élettartamáról

Vastag gyűrűvég 
keskeny átmérővel 
a jobb hozzáférés 
és kisebb kopás 
érdekében

6M/10C  
Villáskulcs készlet

�� ISO 691/ ISO 1085 /  
ISO 10102 / ISO 3318

S20/SH12  
Csillag villáskulcs készlet, S-sorozat

4106-
Állítható körmöskulcsok 

�� �Csuklós fej kampóval különböző 
átmérőjű gyűrűkhöz és csapágyakhoz

1936M/7
Kétoldalas csőkulcs készlet

�� �DIN 896-B

�� Csőből, egyenes

Tartalom:   
8x9 10x11 12x13 14x15 16x17 18x19 20x22 mm,  
Lépcsős hajtókarok 6-10mm és 12-16mm

BAHCO mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

4106-19-50 19-50 158 130 6.490 5.110

4106-20-35 20-35 165 185 10.020 7.890

4106-32-75 32-75 203 240 10.820 8.520

4106-35-60 35-60 210 170 10.960 8.630

4106-60-90 60-90 280 360 14.580 11.480

4106-90-155 90-155 335 610 16.510 13.000

4106-155-230 155-230 460 1200 31.610 24.890

17.480 FT nettó
22.200 FT bruttó

20.110 FT nettó
25.540 FT bruttó

17.000 FT nettó
21.590 FT bruttó

www.sa
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6

 5°  

DYNAMIC-DRIVE™

8  10  13  14  17  19 mm

6
1RM/SH6 
8  10  12  13  14  17 mm

1RM/SH12 
8  9  10  11  12  13  14  
15  16  17  18  19 mm

8

 5°   5°  

8  10  11  12  13  14  17  19 mm

DYNAMIC-DRIVE™DYNAMIC-DRIVE™

8 8
1RM/SH8 
8  10  11  12  13  
14  17  19 mm

1RZ/SH8 
5/16" 	3/8" 	 7/16" 	 1/2"   
9/16" 	5/8" 	 11/16"	 3/4" 

12

15°

BBCC

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

41RM/SH8
Racsnis csillag-villás kulcs készlet, 
csuklós fejjel

Racsnis csillag-villás kulcs 
készlet, metrikus

 
Collos méretek

RACSNIS KULCSOK
1RM- 
Racsnis csillag-villás kulcsok

�� �Magas minőségű acélötvözet  

�� �Krómozott mikro-matt kivitel magas minőségű felülettel

10RM/SH6 
Racsnis csillag-villás kulcs készlet, 
rövid kivitel

�� �ISO 3318 / DIN 3113

�� ISO 1711-1 / DIN 3113

BAHCO mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1RM-6 6 128 27 3.810 3.000

1RM-7 7 140 35 3.810 3.000

1RM-8 8 140 38 3.810 3.000

1RM-9 9 150 48 4.115 3.240

1RM-10 10 159 59 4.305 3.390

1RM-11 11 165 67 4.305 3.390

1RM-12 12 172 82 4.610 3.630

1RM-13 13 178 95 4.750 3.740

1RM-14 14 191 113 4.940 3.890

1RM-15 15 200 130 5.220 4.110

BAHCO mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1RM-16 16 208 158 5.575 4.390

1RM-17 17 226 180 6.020 4.740

1RM-18 18 237 213 6.210 4.890

1RM-19 19 248 233 6.350 5.000

1RM-21 21 290 343 9.830 7.740

1RM-22 22 290 343 8.560 6.740

1RM-24 24 323 503 10.160 8.000

1RM-27 27 359 550 16.840 13.260

1RM-30 30 393 750 19.380 15.260

1RM-32 32 425 900 20.650 16.260

27.630 FT nettó
35.090 FT bruttó

25.110 FT nettó
31.890 FT bruttó

26.520 FT nettó
33.680 FT bruttó

43.110 FT nettó
54.750 FT bruttó

56.890 FT nettó
72.250 FT bruttó

87.110 FT nettó
110.630 FT bruttó

www.sa
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8

12

3

 5°  

 5°  

 5°  

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

DYNAMIC-DRIVE™

 8 x 9 x10 x11mm  
12 x13x14 x15 mm 
16 x17 x18 x19 mm6x7  8x9  10x11  12x13  14x15  

16x17  18x19  22x24 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

1320RM/SH8  
Racsnis csillagkulcs készlet

42RM/S12  
Racsnis csillagkulcs csuklós 
fejjel, készletben

�� Beállítható 180 és 360°-hoz  

8  9  10  11  12  13  14  15  16  17  18  19 mm
+ 1 racsnis kar

S4RM/3T  
Négyes racsnis csillagkulcs készlet

12 MÉRET 3 KULCSON

62.890 FT nettó
79.870 FT bruttó

33.000 FT nettó
41.910 FT bruttó

12.890 FT nettó
16.370 FT bruttó

www.sa
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+ 40 %
+ 40 %

- 45 %

3

22.5°

mm  mm g

63 614 3165 

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

9029 C / 9031 C  
ERGO™ állítható villáskulcsok

�� ISO 6787, DIN 3117, ASME 
B107.8M-2003 und BS 6333

�� Krómozott, precíziósan edzett és rozsda ellen kezelt

Kényelmes, csúszásmentes 
szár hőre lágyuló anyagból

9029-T / 9031-T  
ERGO™ állítható villáskulcsok 
keskeny pofákkal

�� Foszfátozott, precíziósan edzett 
és rozsda ellen kezelt 

Kényelmes,  
csúszásmentes szár  

ÁLLÍTHATÓ 
VILLÁSKULCSOK

80   
Klasszikus állítható villáskulcsok

�� ISO 6787, DIN 3117, ASME 
B107.8M-2003 und BS 6333

�� Krómozott, precíziósan edzett és rozsda ellen kezelt 
8074 + 8075 modellek, barnított

ADJUST 3  
Állítható villáskulcs készlet

�� Barnított, precíziósan edzett 
és rozsda ellen kezelt

86  
Állítható villáskulcs

�� ISO 6787, DIN 3117, BS 6333,  
ASME B107.8M - 1996

�� Foszfátozott, precíziósan edzett és rozsda ellen kezelt 

Tartalom mm  mm

8070 20 155

8071 27 205

8072 30 255

BAHCO mm mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

9029 C 32 5 170 220 11.290 8.890
9031 C 38 6 218 340 12.560 9.890

BAHCO mm mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

9029-T 32 4.5 170 196 12.040 9.480
9031-T 38 4.5 218 325 12.560 9.890

BAHCO mm mm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

8069 C IP 13 4 110 60 8.865 6.980
8070 C IP 20 4.9 155 132 9.385 7.390
8071 C IP 27 6 205 255 9.855 7.760
8072 C IP 30 8.6 255 400 12.675 9.980
8073 C IP 34 11.9 305 665 19.025 14.980
8074 C IP 44 14 380 1035 30.455 23.980
8075 C IP 53 17.7 455 1665 48.235 37.980
8074 44 14 380 1035 26.670 21.000
8075 53 17.7 455 1665 41.440 32.630

17.000 FT nettó
21.590 FT bruttó

69.890 FT nettó
88.760 FT bruttówww.sa
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2

+ 40 %

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

ADJUST 9031/29  
ERGO™ állítható villáskulcs 
készlet

�� Barnított

Tartalom mm  mm

9029 C 32 170 

9031 C 38 218 

Az állítható villáskulcsot 1892-ben találta 
fel és szabadalmaztatta J. P. Johansson, 
a BAHCO alapítója. Azóta a BAHCO cég 

folyamatosan dolgozik a forma és a kivitel 
fejlesztésén.

17.260 FT nettó
21.920 FT bruttó
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 mm  
Fe+ 
mm

180 2.7

 mm   CU   PA (Nylon)
160 1.5 mm 3.0 mm

 mm  
Fe+ 
mm

208 3.8

63-64 HrC

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

Nyitórugó Be / Ki

OLDALCSÍPŐFOGÓK
2101G
ERGO™ oldalcsípőfogók 

�� ISO 5749

A csavarkötés kiváló vágásteljesítményt és 
kiváló illeszkedési pontosságot garantál

Keskeny 
fejforma

A mini-vállak jó 
tartást biztosítanak

Ergo nyéllel, két anyag kombinációjából 
a optimális tartás érdekében

Indukciósan edzett 
vágóélek

Progresszív vágás: 
Kemény anyagok vágása a 
forgásponthoz közel, a lágyabb 
anyagoké a csúcsnál történik 

21HDG-180
ERGO™ Oldalcsípőfogó nagy 
igénybevételű alkalmazásokhoz

�� ISO 5749 

1520 G
Erővágók

A keskeny fejforma 
nyitott pofák mellett 
is jó hozzáférést 
biztosít

Robusztus vágófej 
éles peremek nélkül

Csavaros csatlakozás 

Progresszív 
vágás

Centrikus precíziós vágóéllel, 
zongorahúrokhoz, kemény és lágy drótokhoz

Nagy áttétel a minimális 
erőkifejtés érdekében

Kényelmes 
kétkomponensű nyél

2101PG-160
ERGO™ Oldalcsípőfogó

�� ISO 5749 

ERGO™ nyél 
kétkomponensű anyagbólIndukciósan edzett,  

síkba köszörült vágóélek

Műanyaghoz

BAHCO  mm
 Fe+ 

mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

2101GC-125IP 125 2.2 krómozott 12.560 9.890

2101GC-140IP 140 2.5 krómozott 12.700 10.000

2101GC-160IP 160 2.7 krómozott 13.360 10.520

2101GC-180IP 180 2.7 krómozott 14.630 11.520

BAHCO  mm
 Fe+ 

mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

2101G-125 125 2.2 barnított 7.480 5.890

2101G-140 140 2.5 barnított 7.620 6.000

2101G-160 160 2.7 barnított 7.760 6.110

2101G-180 180 2.7 barnított 8.420 6.630

11.630 FT nettó
14.770 FT bruttó 13.260 FT nettó

16.840 FT bruttó

14.890 FT nettó
18.910 FT bruttó
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45°

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

2427 G-  
ERGO™ hegyescsőrű 
fogók, hajlított véggel 

�� ISO 5745

Keskeny, félkerek pofák 
és recés fogófelületek

2427 GC-
krómozott

2427 G
barnított

1410 / 1420
ERGO™ svéd csőfogó

�� DIN 5234 
�� Keskeny pofák a jobb  
hozzáférés érdekében

Kényelmes 
kétkomponensű markolat

Szabadalmaztatott progresszív 
fogazás induktívan edzett fogakkal  
a jobb fogás érdekében

2430 G-  
ERGO™ lapos kerekcsőrű fogók

�� ISO 5745 

2628 G- 
ERGO™ Kombináltfogók

�� ISO 5746

72- 
Vízpumpa fogók

�� ISO 8976 

82- 
ERGO™ vízpumpa fogók

�� ISO 8976 

Ergo nyéllel, két anyag 
kombinációjából a optimális 

tartás érdekében

Keskeny, félkerek pofák és 
recés fogófelületek

2628 GC-
krómozott

2430 GC-
krómozott

2628 G
barnított

2430 G
barnított

Kényelmes  
kétkomponensű markolat

Beállító gomb az 
egykezes kezeléshez

Indukciósan edzett 
vágóélek

Keskeny, lekerekített 
pofák 

Keskeny pofák a jó 
hozzáférés érdekében

Kényelmes 
kétkomponensű markolat

11 – 12 
beállítható 
pozíció

Hosszú végek a jobb hozzáférés érdekében

Nyitórugó  
Be / Ki

25 beállítható 
pozíció

ERGO™ FOGÓK

BAHCO  mm
 CU 

mm
Fe 
mm

 Fe+ 
mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

2427 GC-160IP 160 3.0 1.8 1.6 15.900 12.520

2427 GC-200IP 160 3.0 1.8 1.6 19.050 15.000

2427 G-200 200 3.0 1.8 1.6 16.370 12.890

BAHCO max.
 mm max.  mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1410 45 1" – 38 mm 320 21.730 17.110

1420 65 1 ½" – 57 mm 430 29.350 23.110

BAHCO  mm
 mm* Akciós ár/ 

FT bruttó
Akciós ár/ 
FT nettó

2628 GC-160IP 160 2.0 krómozott 12.230 9.630

2628 GC-180IP 180 2.5 krómozott 12.840 10.110

2628 GC-200IP 200 3.0 krómozott 13.830 10.890

2628 G-160 160 2.0 barnított 10.490 8.260

2628 G-180 180 2.5 barnított 11.100 8.740

2628 G-200 200 3.0 barnított 12.090 9.520
*zongora drót

BAHCO  mm
 CU 

mm
Fe 
mm

 Fe+ 
mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

2430 GC-160 IP 160 3.0* 1.8* 1.6* 14.110 11.110

2430 GC-200 IP 180 3.0* 1.8* 1.6* 16.840 13.260

2430 G-160 160 3.0* 1.8* 1.6* 12.230 9.630

2430 G-200 180 3.0* 1.8* 1.6* 14.630 11.520

BAHCO max.
 mm  mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

7223 49 200 7.620 6.000

7224 61 250 8.420 6.630

7225 71 300 12.560 9.890

BAHCO max.
 mm  mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

8224CIP 45 250 19.025 14.980

8225CIP 55 315 25.375 19.980
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3

�� �Belső Seeger-gyűrűkhöz Ø 8 - 100 mm  
és külső Seeger-gyűrűkhöz Ø 3 - 100 mm  

2928-160 2928-200

2928-250

4

Ø 8 – 100 mm

Ø 3 – 100 mm

4

Ø 19 – 60 mm

Ø 19 – 60 mm

Ø 19 – 60 mm

Ø 19 – 60 mm

max.  mm

32 mm 83

max.  mm

42 mm 230

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

311-42  
Műanyagcső vágó

�� PVC, PEX, PP, PB, PVDF és PE vágásához

�� Cserélhető vágóél 311-42-95

Az áttételnek 
köszönhetően 
kisebb 
erőkifejtés 
szükséges 

Öntött  
alumínium 
burkolat

311-32  
Műanyagcső vágó

�� PVC, PEX, PP, PB és PE 
vágásához

Üvegszál erősítésű PA-
burkolattal, kényelmes 
kétkomponensű nyéllel

28-29/S4  
Seeger-gyűrű fogó készlet

�� belső és külső  
Seeger-gyűrűkhöz 

2890-180  
hajlított pofa

2800-180  
egyenes hegy 

2990-180  
hajlított pofa

2900-180  
egyenes hegy

9897
ERGO™ fogókészlet

Tartalom

2101G-160 Oldalcsípőfogó  

2628G-180 Kombinált fogó  

2430G-160 Lapos kerekcsőrű fogó 

8224 Vízpumpa fogó  

SPECIÁLIS FOGÓK
9938  
Seeger-gyűrű fogó készlet

Több mint 10 hagyományos Seeger-gyűrű 
fogó alkalmazási területét fedi le

Tartalom  mm
mm mm

2928-160 160 7–26 3–35 5

2928-200 200 10–51 7–51 5

2928-250 250 46–102 32–102 6

�� Cserélhető végek (egyenes, 15° és 90°)   
belső és külső Seeger-gyűrűkhöz 

48.000 FT nettó
60.960 FT bruttó

24.890 FT nettó
31.610 FT bruttó

5.260 FT nettó
6.680 FT bruttó

9.370 FT nettó
11.900 FT bruttó

24.260 FT nettó
30.810 FT bruttó
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 mm  
Fe+ 
mm

235 1.04

 mm max.
 mm

235 65

1 | 2 | 3

30°

 mm max.
 mm  

Fe+ 
mm

250 63 3.0

150 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

2855 
Huzaltekerő fogó

�� Kritikus, rezgésre hajlamos hu-
zalok csavarására, minden huzal 
és minden csavaráshosszhoz 
alkalmazható

�� Lehetővé teszi a pillanatok alatt 
elvégzett pontos tekerést, és 
ezzel jelentős idő takarítható meg

2650 
Csatlakozófogó

�� Cserélhető nylonbetétekkel 
és csatlakozásokkal

�� Megakadályozza a felületek 
károsodásait

Hajlított és recézett 
pofák, vágóval

3 pozícióban 
állítható

MA325 

�� Áttételes lemezvágó olló

�� Egyenes és egyenletes vágáshoz

MA351 / MA361 

�� Pengék ellenálló króm-molibdén-acél ötvözetből

�� Hajlított vágófej a jobb hozzáférés érdekében

Lemezvágók,  
keresztülvágáshoz

�� Kovácsolt pengék, különlegesen 
edzett szerszámacélból

2951-250 
Gripfogó 
huzalvágóval

Üvegszálból és nylonból 
készült nyelek

Lágy nyél 
nyitórugóval

Vékonyított, 
keskeny 

pofák

Többek között 
hegesztőhuzalok 
elvágásához

316-2  
Sorjázó, toll formájú

�� Műanyag ház kiegészítő HSS-penge belül

�� Csere penge: 316-2-95

BAHCO  mm Vágás 1 
mm  

2 
mm

Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

MA325 250 egyenes 0.8 1.2 15.380 12.110

MA351 250 bal 1.0 1.5 10.135 7.980

MA361 260 jobb 1.0 1.5 10.020 7.890
Max. vágási kapacitás: 1 = rozsdamentes acél, 2 = hidegen hengerelt acél

2.980 FT nettó
3.785 FT bruttó

10.260 FT nettó
13.030 FT bruttó

41.110 FT nettó
52.210 FT bruttó

18.980 FT nettó
24.105 FT bruttó
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-20 °C – +70 °C

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZIGETELT SZER-
SZÁMKÉSZLETEK

A BAHCO összes szigetelt szerszáma az 1000 V váltóáramúnál, 
ill. 1500 V egyenáramúnál nem magasabb feszültség alatt álló 
rendszerekkel való munkára vonatkozó IEC 60900 szerinti nem-
zetközi szabványoknak megfelelően készült. Ezeket szigorú minő-
ségellenőrzésnek és rendkívül komoly vizsgálatoknak vetették alá. 

Piros réteg = biztonság   

Narancssárga réteg = veszély

Sárga réteg = komoly kockázat

E	� Nagy teljesítményű és kiváló 
minőségű anyag 

E	A lángok nem terjednek szét 

Fekete él 
véd az ütésektől

A feszültség alatt lévő alkatrészekkel, ill. szerszámokkal 
végzett munka biztonságának garantálása érdekében 
minden szerszámot 10 másodpercen keresztül 10 000 V 
feszültség mellett teszteltek.
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430 x 260 x 160 
mm -20 °C – +70 °C

11

320 x 300 x 100 
mm -20 °C – +70 °C

19

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

3045V-2 
Szigetelt szerszámkészlet  
villanyszerelőknek

 1/2"

�� Három rétegű merülőszigetelés*

�� Masszív bőrtáska fém-erősítésekkel

7811DMV 
Szigetelt dugókulcs készlet

 1/2"

�� Három rétegű merülőszigetelés*

�� Ütésálló műanyagkoffer

10  11  13  17  19  20  22 *

1/2” Irányváltós racsni*

1/2” T-nyél*

1/2” hosszabbító*

1.0 x 5.5 x 125

Oldalvágó* 160 mm

Kombinált fogó* 180 mm

Telefonfogó* 160 mm

Szigetelés eltávolító fogó* 160 mm

Egypofájú kulcs*  
10  11  12  13  14  17  19 mm

0.5x3.0 	 1.0x5.5 
0.8x4.0 	 1.2x6.5

PH1   PH2

Villanysze- 
relő kés*           

Villanysze- 
relő olló*       

103.890 FT nettó
131.940 FT bruttó

158.000 FT nettó
200.660 FT bruttó
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 mm max. 

167 5 mm
max. 5 mm

155 mm
150 mm

250 mm

4 – 28 
mm

3

Ultra-Flush®

Flush

Micro-Bevel®

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

ELEKTRONIKA FOGÓK
C3901/3 
Precíziós fogó-készlet

PVC borítású nyél

Tartalom ISO mm  mm
C3140 Precíziós oldalcsípőfogó 9654 0.4 – 2 130

C3640 Hegyes fogó fogazott pofákkal 9655 — 145

C3830 Precíziós hegyes fogó 9655 — 121

81-  
Elektronikai oldalcsípőfogók

�� Különösen alkalmas kábelkötege-
ken való munkákhoz és alkatrészek 
nyáklapra helyezéséhez

Ovális pofák

63-65 HrC
Indukciósan edzett 

vágóélek

Nyitórugó

A súrlódást csökkentő csavarcsatlakozás 
növeli a vágás pontosságát

ESD-biztos 
nyelek

2223 G-150
ERGO™ Kábel
csupaszoló fogó

ERGO™ nyél 
kétkomponensű 
anyagból

Nyitórugó  
Be / Ki 

3518 A
Csupaszoló szerszámok

�� A vágási mélység a fogóban lévő csavarral állítható 

�� Önbeállító  

Késsel és kampós 
pengével

Forgatható penge  
kör- és hosszvágáshoz

Egy tartalék pengével 
a fogó belsejében

5471 F-250 

�� Gömbölyű fogazott 
fogófelületek

5517

�� Hegyes sima 
fogófelületek

5516

�� Hegyes hajlított 
fogófelületek

Csipeszek

BAHCO  mm
mm  CU* 

mm Letörés Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

8130 108.0 8.0 0.2 – 1.25 Micro-Bevel® 18.910 14.890

8131 108.0 8.0 0.1 – 1.25 Flush 19.190 15.110

8132 108.0 8.0 0.1 – 0.8 Ultra-Flush® 21.450 16.890

8140 110.0 10.0 0.2 – 1.25 Micro-Bevel® 17.780 14.000

8141 110.0 10.0 0.1 – 1.25 Flush 18.440 14.520

8150 112.5 12.5 0.3 – 1.6 Micro-Bevel® 18.580 14.630

8151 112.5 12.5 0.2 – 1.6 Flush 19.380 15.260

8160 125.0 16.0 0.4 – 2.0 Micro-Bevel® 19.190 15.110

8161 125.0 16.0 0.3 – 2.0 Flush 21.590 17.000
Max. Vágási kapacitás: Rézdrót

10.000 FT nettó
12.700 FT bruttó

4.520 FT nettó
5.740 FT bruttó

36.480 FT nettó
46.330 FT bruttó

4.630 FT nettó
5.880 FT bruttó

6.000 FT nettó
7.620 FT bruttó

5.260 FT nettó
6.680 FT bruttó
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140 mm

5

mm

6 / 12 / 16 / 20 / 25

mm

6 / 10 / 12 / 16 / 20 / 26

140 mm

6

PU

3625RM-55  
Műanyag kalapács

 mm mm

340 65 440

8

481-  
Lakatos 
kalapácsok

�� Első osztályú 
kőrisfa nyél

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

424P-S6-GER 
Véső készlet  
fadobozban

59,95 €

Kényelmes kétkomponensű nyél 
biztosítja a kitűnő fogást

3659/8  
Csapszegkiütő készlet

�� A hegy finomra köszörült és polírozott

mm  mm g

0.9 75 5
1.4 85 12
1.8 85 12
2.4 90 21
2.8 95 22
3.4 95 23
3.9 100 25
5.9* 100 30

* Vezetúhüvely nélkül

Recézett vezetőhüvellyel

9883 
Véső készlet

Nagy szilárdságú piros 
műanyagból készült nyelek

3625N  
Superflex műanyag kalapácsok

�� Nyomásérzékeny anyagok 
megmunkálására

A következőkkel 
szemben ellenálló:   
Benzin, olaj, zsír

Cellulóz-butirát 
(Cellidor™, Bayer AG)

3625AR  
Visszarúgás mentes 
kalapácsok

�� Nylon fejek és fanyelek külön kaphatók

ÜTŐSZERSZÁMOKELEKTRONIKA FOGÓK

20.630 FT nettó
26.200 FT bruttó

33.000 FT nettó
41.910 FT bruttó

3.000 FT nettó
3.810 FT bruttó

24.000 FT nettó
30.480 FT bruttó

BAHCO  mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3625N-32 300 32 333 10.820 8.520

3625N-40 340 40 570 15.380 12.110

BAHCO  mm mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3625AR-35 325 35 550 8.560 6.740

3625AR-50 355 50 1430 11.430 9.000

BAHCO  mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

481-300 300 300 3.950 3.110

481-500 300 500 4.940 3.890

481-800 350 800 8.115 6.390
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834V-2

834V-4
834V-5
834V-6
834V-7

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

SZORÍTÓK

834V   
Satuk

QCB-  
Gyorsszorítók, állítható�

�� Gyorskioldó mechanizmus

�� Cserélhető pofák V-hornyokkal  

�� Tágítóként is használható

BAHCO  mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

QCB-300 300 8.750 6.890

QCB-450 450 9.030 7.110

QCB-600 600 10.490 8.260

QCB-900 900 11.570 9.110

QCB-1250 1250 14.910 11.740

BAHCO B  
(mm)

C  
(mm)

D  
(mm)

L  
(mm)

H  
(mm) kg Akciós ár/ 

FT bruttó
Akciós ár/ 
FT nettó

834V-2   54     76,2   47 219 220   4,8 40.615 31.980

834V-4 145   66 122 325   5,5 63.475 49.980

834V-5 170   80 152 402 12,4 88.875 69.980

834V-6 230   98 182 492 19,0 114.275 89.980

834V-7 250 118 211 551 29,4 139.675 109.980
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6

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

FESTÉKKAPARÓK
ERGO™ festékkaparók

�� A keményfém penge lehetővé teszi festék, ragasztó, lakk és 
rozsda lekaparását különböző felületekről

650  
Festékkaparó         

�� 50 mm-es 
kétélű egyenes 
pengével

665  
Festékkaparó erős 
igénybevételre         

�� 65 mm-es kétélű  
egyenes pengével

625  
Precíziós 
festékkaparó           

�� 25 mm-es 
háromszögletű 
pengével

SCRAPER-SET2 
ERGO™ festékkaparó készlet

A kiegészítő támasztó a nyelen 
nagyobb erő kifejtését teszi 
lehetővé

Collujj-támasszal 
a pontos vezetés 
érdekében

Festékkaparó 650  
50 mm-es egyenes kétélű pengével

Precíziós festékkaparó 625   
25 mm-es háromszögletű pengével

Tok festékkaparóhoz 650

Tartalék pengék festékkaparóhoz 650:

625-ROUND 625-PEAR 625-DROP

Kerek penge Körte forma Csepp forma

39,95 €

Tartalék pengék festékkaparóhoz              

�� A keményfémből készült pengék a 
hagyományos acélpengéknél ötvenszer  
tovább maradnak élesek és használhatók

�� Az enyhén konvex precíziós csiszolás  
segít a munkadarab sarkainak  
karcolását megelőzni

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

449 25 mm háromszögletű 3.670 2.890

442 50 mm kétélű 3.480 2.740

451 65 mm kétélű 4.470 3.520

14.980 FT nettó
19.025 FT bruttó

5.480 FT nettó
6.960 FT bruttó

5.890 FT nettó
7.480 FT bruttó

9.480 FT nettó
12.040 FT bruttó
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2

400 mm

1 kg  10 mm

BAHCO
 mm

mm

4528M2 50-400 250

4.5
T

20

5

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

KÉT- ÉS …
4532 
Kétkarú  
univerzális 
csapágylehúzó

4543 
Háromkarú 
csapágylehúzók

�� Külső- és belső lehúzóként  
is használható

�� Vékony karok és hegyesre 
hengerelt karmok a jobb 
hozzáférés érdekében

�� Kézi lehúzó könnyebb 
munkákhoz, pl. fogaske-
rekekhez, szíjtárcsákhoz, 
golyóscsapágyakhoz  

1450D/2  
Kettős menetjavító készlet  

�� Külső és belső menetekhez

1450D-ISO
A következő metrikus menetekhez illik: 0,80 51,00 6 és 71,25 8 és 91,50 10 és 111,75 
122,00 14 és 162,50 18, 20, 223,00 24 és 27 mm

1450D-WW
A British Standard Whitworth (BSW) menetekhez illik
24 3/16 és 7/32 --20 1/4 - 3/818 5/16 - 7/1616 3/8 - 1/2 és 9/1614 7/16 - 5/8 és 
11/1612 1/2 és 9/16 - 3/411 5/8 és 11/16 - 7/810 3/4 és 13/16 - 1"

2535F2  
Flexibilis mágneses csavarkiszedő 

1435/5  
Törtcsavar  
kiszedő készlet  

�� M4 - M18 
közötti 
csavarokhoz

4528M2 
Háromkarú csapágylehúzó, 
robusztus kivitel  

�� Golyóscsapágyak, 
szíjtárcsák, fogaskerekek 
stb. lehúzásához  

122,25 €
1418S  
Törtcsavar  
kiszedő készlet  

�� Letört csavarokhoz, 
csapszegekhez és 
csapokhoz

BAHCO
 mm  mm

mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

4532-A 25-80 70-130 100 26.060 20.520

4532-B 20-130 80-180 150 27.915 21.980

4532-C 50-160 105-220 150 47.130 37.110

BAHCO
 mm

mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

4543-10 10-60 40 10.020 7.890

4543-20 10-70 74 11.290 8.890

4543-30 10-90 84 15.900 12.520

38.110 FT nettó
48.400 FT bruttó

33.000 FT nettó
41.910 FT bruttó

36.890 FT nettó
46.850 FT bruttó

7.000 FT nettó
8.890 FT bruttó

6.630 FT nettó
8.420 FT bruttó
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400 mm

90°

400 mm

4

BAHCO  mm g

BPBL00900 930 0° 1980
BPBL30900 938 30° 1980
BPBL70600 610 70° 1390
BPBL90600 624 90° 1530

3

240 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

3683 Speciális feszítővas

�� Hajlított fejjel

�� Különösen alkalmas szűk 
helyeken végzendő munkára

3680 Speciális feszítővas

�� Hengerfejek és fogaskerekek feszítésére, 
berozsdásodott részek kilazítására, 
golyóscsapágyak illesztésére és kivételére

38,35 €

… FESZÍTŐVASAK

BPBLS4 
Feszítővas készlet

�� Négy különböző hajlított 
csúccsal, csúszásmentes 
bevonat

BAHCO  mm
BT10P338 380

BT10P330 300

BT10P325 250

2485 
Patentkiszedő 

BT10P3 
Többállású feszítővas készlet

14 fokozatban 
állítható

98,20 €

2.480 FT nettó
3.150 FT bruttó

32.890 FT nettó
41.770 FT bruttó

71.000 FT nettó
90.170 FT bruttó

16.520 FT nettó
20.980 FT bruttó

13.110 FT nettó
16.650 FT bruttó
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140 mm

48 mm

100 mm

25 
mm

58 – 61 Hrc

75 mm

102 mm

18 mm

9 mm

18 mm

9 mm

0.635 x 19 x 60  
mm

10

10

10

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

VÁGÓESZKÖZÖK
SB-2448
Bontókések    

�� �Extra éles, sokoldalú 
és ütésálló

2444 
Univerzális 
kés

�� �Magas minőségű 
acél, éles és stabil 
penge

KERU-01  
ERGO™ 
visszahúzható 
pengés dekorkés
Kihúzható penge

Kényelmes munkaszög

KBTU-01 
Hobbikés két 
becsukható 
pengével

KBSK-01 
Sportkés

KBSU-01 
Összecsukható 
dekorkés

SC140  
Villanyszerelő 
olló

KB09-01 
Dekorkés  

KE18-01  
ERGO™ 
dekorkés

Kis mélyedéssel kábelek 
csupaszítására

KBGU-10P-DISPEN 
Dekorkés pengék

KSBG09-10DISPEN
Törhető pengék

KSBG18-10DISPEN 
Törhető pengék

Multifunkciós szerszámok
�� Rozsdamentes  
acélpengék

�� Robusztus alumínium  
kivitel

MTT121
�� 10 funkció

MTT151
�� 18 funkció

BAHCO mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

KBGU-10P-DISPEN 19 889 700

KSBG18-10DISPEN 18 1.245 980

KSBG09-10DISPEN 9 1.170 921

2.355 FT nettó
2.990 FT bruttó

5.260 FT nettó
6.680 FT bruttó

3.890 Ft nettó
4.940 Ft bruttó

1.630 FT nettó
2.070 FT bruttó

2.480 FT nettó
3.150 FT bruttó

3.110 FT nettó
3.950 FT bruttó

3.630 Ft nettó
4.610 Ft bruttó

7.520 FT nettó
9.550 FT bruttó

3.630 FT nettó
4.610 FT bruttó

3.980 FT nettó
5.055 FT bruttó

6.980 FT nettó
8.865 FT bruttó
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max. 
678 
Nm

max. 
244 
Nm

max. 
624 
Nm

max. 
2034 

Nm

1/2"
BPC813

1/2" 1/4"

3/8"

1/2"

1/2"
BPC814

3/4"
BPC817

120 mm

 
mm

1/2" 6.2 10 195 244 7 000 97 334 1.8

133 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

LEVEGŐS  
ESZKÖZÖK

BP814A
Racsnis ütvecsavarozó

Termék- és karbantartás 
bemutató videó

Levegős ütvecsavarozó

�� Nagyobb a teljesítménye és gyorsabb, mint egy racsni

�� Jobb hozzáférés, mint egy ütvecsavarozóval

�� Ideális a legszűkebb helyeken való használathoz

BP700  
Mini racsni

BP820  
Levegős racsni

BP821  
Levegős racsni

BAHCO  
mm

Akciós 
ár/FT  
bruttó

Akciós 
ár/FT  
nettó

BPC813 1/2" 6.3 10 113 407 678 10 000 87 120 1.54 60.820 47.890

BPC814 1/2" 6.3 10 113 338 624 12 000 87 142 1.24 67.170 52.890

BPC817 3/4" 6.2 10 198 1 627 2 034 5 000 96 220 3.44 187.960 148.000

BAHCO  
mm

Akciós 
ár/FT 
bruttó

Akciós  
ár/FT 
nettó

BP700 1/4" 6.3 10 65 0–30  300 94 133 0.5 40.640 32.000

BP820 3/8" 6.3 10 120 0–67 270 80 256 1.2 59.690 47.000

BP821 1/2" 6.3 10 120 0–67 150 80 256 1.2 46.990 37.000

99.000 FT nettó
125.730 FT bruttó
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mm

W
m/sec-2

 
mm

3 6.3 10 170 201 25 000 85 4.52 165 0.5

 
mm

W
m/sec-2

 
mm

152 6.3 10 255 224 11 000 80 < 2.50 195 0.8

 
mm

W
m/sec-2

 
mm

152 6.3 10 255 224 11 000 80 < 2.50 195 0.8

 
mm

W
m/sec-2

 
mm

3 + 6 6.3 10 113 164 20 000 79 < 2.50 170 0.6

 
mm W

m/sec-2

10 x 330 6.3 10 390 246 16 000 83 < 2.50 0.8

 
mm

6.3 10 68 290 2.0

m/sec-2

< 2.5

m/sec-2

< 2.5

m/sec-2

< 2.5

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

LEVEGŐS  
ESZKÖZÖK

BP822  
Turbócsiszoló 3 mm 

BP115  
Turbócsiszoló 6 mm Gumírozott markolat

Gumírozott markolat

BP212 
Szalagcsiszoló, 10 mm  

�� Gyorsrögzítő a gyors 
csiszolószalag-cseréhez

BP601  
Excenter csiszoló 
5 mm

�� Velcro®  
csiszolókorong-
gal szállítva

BP610  
Excenter csiszoló 
2.5 mm

�� Velcro®  
csiszolókorong-
gal szállítva

BP125  
Szegecshúzó

�� Kompozit ház 

�� Szegecs átmérő: 3,2 - 6,4 mm

�� Szegecs hossz  
max. 19 mm

�� Húzóerő 1330 kg

Hajlított fej

318,05 €
157,15 €

157,15 €

114,05 €

Gumírozott 
markolat

Központi elszívó rend-
szerhez is könnyen 

csatlakoztatható

Központi elszívó rend-
szerhez is könnyen 

csatlakoztatható

92.000 FT nettó
116.840 FT bruttó

48.000 FT nettó
60.960 FT bruttó

54.000 FT nettó
68.580 FT bruttó

29.000 FT nettó
36.830 FT bruttó

30.890 FT nettó
39.230 FT bruttó

41.890 FT nettó
53.200 FT bruttówww.sa
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mm

6.3 10 158 <80 210 0.15

 
mm

6.3 10 68 <80 240 0.13

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

BPH1010 / BPH1310
Spirál levegőtömlők

BPHRC815 / BPHRC1015
Levegőtömlő dob

�� Rugalmas poliuretán tömlő mindkét 
végén menetes csatlakozással

�� 145º acéldob

�� Rozsdaálló és strapabíró 
polipropilén ház

�� Szilárd reteszelés biztosítja a 
tömlő automatikus rögzülését 
a kívánt hossznál

Nyitórugó a reteszelő 
rendszerhez

BP218  
Lefújó pisztoly  

�� Megfelel az  
OSHA követelményeknek

�� Sárgaréz bemenet

BP219  
Lefújó pisztoly  

�� Sárgaréz bemenet

BP500 
Mágneses tartó

10.200 FT nettó
12.954 FT bruttó

2.890 FT nettó
3.670 FT bruttó

2.980 FT nettó
3.785 FT bruttó

BAHCO  
mm

 
m

Akciós 
ár/FT  
bruttó

Akciós 
ár/FT  
nettó

BPHRC815 15 1/4-1/4 8 15 5.5 92.685 72.980

BPHRC1015 15 3/8-3/8 10 14+1 5.9 101.575 79.980

BAHCO  
mm

 
m

Akciós 
ár/FT  
bruttó

Akciós 
ár/FT  
nettó

BPH1010B 6.3 1/4-1/4 BSP 10 10 0.86 10.020 7.890

BPH1310A 6.3 3/8-3/8 NPT 13 10 1.67 25.375 19.980
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62 Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

AKKUMULÁTOROS 
SZERSZÁMOK

ÚJDONSÁG!

Új kínálatunk igényes műszerészeknek

max. 
590 
Nm

Fémburkolat a hos�-
szabb élettartam és 
működés érdekében

Mindegyik készlet kofferben,  
2 akkumulátorral és töltővel

www.sa
nd

vik
en

.hu



63

EROT ADUNK A FELHASZNÁLÓK KEZÉBE!EROT ADUNK A FELHASZNÁLÓK KEZÉBE!EROT ADUNK A FELHASZNÁLÓK KEZÉBE!

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.
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1/2"

V
m/sec-2

 
mm

1/2" 18 105 / 590 550 / 0–1650 99.2 6.65 260x70x258 3.11

V PSI / 
BAR

g/min. g
m/sec-2

 
mm

14.4 600 / 414 70 400 78.6 0.39 200x75x485 3.4

V
m/sec-2

 
mm

1/4" 12 105 0–2400 101.1 8.85 155x50x191 0.93

max. 

105 
Nm

V18 V

V12 V

V14.4 V

x 2

x 2

x 2

x 1

x 1

x 1
≥ 400 g

414 bar

70g / min.

155 mm

0.93
kg LED

110 
Nm 

(550 RPM)

590 
Nm 

(1650 RPM)

+ 2 x

1/4"

IP20

IP20

750 
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

�� Fémburkolat a hosszabb 
élettartam és működés 
érdekében 

�� Akkumulátor töltöttség kijelző

�� Fémburkolat a hosszabb élettar-
tam és működés érdekében

�� Alacsony rezonancia a kétkompo-
nensű markolatnak köszönhetően

BCL33IW1K1
Akkumulátoros ütvecsavarozó készlet 

BCL31IS1K1 
Akkumulátoros mini ütvecsavarozó készlet  

BCL32G1K1
Akkumlátoros zsírzópisztoly 

Gyorsbefogó 
tokmány

2 sebességtartomány

AKKUMULÁTOROS 
SZERSZÁMOK

Videó 
BCL31IS1

69.890 FT nettó
88.760 FT bruttó

99.890 FT nettó
126.860 FT bruttó

154.890 FT nettó
196.710 FT bruttówww.sa

nd
vik

en
.hu



65

 
mm

V
m/sec-2

 
mm

10 12 24 360 / 1550 83.9 4.00 200x54x191 1.03

 
mm

V  
mm

13 18 0–370 / 0–1550 32 83.5 180x60x290 1.35

V18 V

V12 V

x 2

x 2

x 1

x 1

1/2"-13 mm

3/8"-10 mm

1.03
kg LED

LED

0-370
RPM

0-1570
RPM+

0-360
RPM

0-1550
RPM+

2 x

2 x

IP20

IP20

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

�� Rezgésszegény, a kétkomponensű 
fogónak köszönhetően

�� Akkumulátor töltöttség kijelző

�� Alacsony rezonancia 
a kétkomponensű 
markolatnak köszönhetően

BCL33D1K1
Akkumulátoros fúrógép készlet

BCL31D1K1
Akkumulátoros fúrógép készlet

SZÉNKEFE NÉLKÜLI MOTOR!
	 ✓ magas nyomaték 
	 ✓ �nagyobb csapásszám
	 ✓ kevesebb karbantartás 
	 ✓ hosszabb élettartam

10 �nyomaték-
beállítás, 

  1 fúró-beállítás

10 �nyomaték-
beállítás, 

  1 fúró-beállítás

Gyorsbefogó 
tokmány

Gyorsbefogó 
tokmány

111.890 FT nettó
142.100 FT bruttó

65.890 FT nettó
83.680 FT bruttó
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MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES

74WR-15/74WR-25
Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK

731415
Nm

in
Nm in•lb

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-15 0415519 1 3-15 1/4 0,2 2 221 209 140 25 25 18 0.300

74WR-25 0415526 1 5-25 1/4 0,2 2 221 209 140 25 25 18 0.300

731415
Nm ft•lb Nm in•oz

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-50 0415533 1 10-50 7.5-37.5 3/8” 0,5 0,5 335 317 231 35 37 26 0.700

74WR-100 0415540 1 20-100 15-75 1/2” 1 1 387 364 278 45 48 32 0.900

74WR-200 0415557 1 40-200 30-150 1/2” 2 2 470 447 361 45 48 32 1.100

74WR-300 0415564 1 60-300 45-220 1/2” 2 2 593 567 480 52 48 33 1.400

74WR-340 0415571 1 60-340 45-250 1/2” 5 2 685 659 572 52 48 33 1.500

74WR-400 0415588 1 80-400 60-300 3/4” 5 5 686 661 574 51 47 24 1.900

TORQUE TOOLS     11

MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES

74WR-15/74WR-25
Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK

731415
Nm

in
Nm in•lb

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-15 0415519 1 3-15 1/4 0,2 2 221 209 140 25 25 18 0.300

74WR-25 0415526 1 5-25 1/4 0,2 2 221 209 140 25 25 18 0.300

731415
Nm ft•lb Nm in•oz

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-50 0415533 1 10-50 7.5-37.5 3/8” 0,5 0,5 335 317 231 35 37 26 0.700

74WR-100 0415540 1 20-100 15-75 1/2” 1 1 387 364 278 45 48 32 0.900

74WR-200 0415557 1 40-200 30-150 1/2” 2 2 470 447 361 45 48 32 1.100

74WR-300 0415564 1 60-300 45-220 1/2” 2 2 593 567 480 52 48 33 1.400

74WR-340 0415571 1 60-340 45-250 1/2” 5 2 685 659 572 52 48 33 1.500

74WR-400 0415588 1 80-400 60-300 3/4” 5 5 686 661 574 51 47 24 1.900
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MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES

74WR-15/74WR-25
Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK
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TORQUE TOOLS     11

MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES
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•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
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• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK
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Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK
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74WR-100 0415540 1 20-100 15-75 1/2” 1 1 387 364 278 45 48 32 0.900

74WR-200 0415557 1 40-200 30-150 1/2” 2 2 470 447 361 45 48 32 1.100

74WR-300 0415564 1 60-300 45-220 1/2” 2 2 593 567 480 52 48 33 1.400
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Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

74WR-	
Állítható kattanó 
nyomatékkulcs skála 
ablakkal

�� Robusztus mechanizmus –  
100 000 ciklus után  
± 3 % tolerancia

�� Rögzített racsnis fej

Könnyen leolvasható 
dupla skála

Kényelmes, jó 
fogású felület

Nyomatékbeállító fej, 
jól látható kioldott 
állapotban

Jelzés a fogó közepén az 
optimális fogás érdekében

ÚJ SOROZAT

Hallható és érezhe-
tő klikk rendszer

�� A felfűző négyszög áttolásával 
a forgásirány változtatható

NYOMATÉK-
SZERSZÁMOK

A következőkkel 
szemben ellenálló:  
Benzin, olaj és zsír

A következőkkel 
szemben ellenálló:  
Benzin, olaj és zsír

Eltelt időt jelző sáv 
az újrakalibrálási 
időközökhöz

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

74WR-15 3 – 15 1/4" 221 300 50.190 39.520

74WR-25 5 – 25 1/4" 221 300 50.140 39.480

BAHCO Nm ft.lb  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

74WR-50 10 – 50 7.5-37.5 3/8" 335 700 50.140 39.480

74WR-100 20 – 100 15-75 1/2" 387 900 51.460 40.520

74WR-200 40 – 200 30-150 1/2" 470 1100 52.070 41.000

74WR-300 60 – 300 45-220 1/2" 593 1400 57.480 45.260

74WR-340 60 – 340 45-250 1/2" 685 1500 57.480 45.260

74WR-400 80 – 400 60-300 3/4" 686 1900 88.290 69.520
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MECHANICAL TORQUE WRENCHES  - PRESET CLICK WRENCHES

74PR-60/74PR-400
Mechanical Preset Torque Click Wrench
with Fixed Push Thorugh Ratchet Head

74PR-20
Mechanical Preset Torque Click Wrench
with Fixed Ratchet Head

•  Over 100.000 cycles within accuracy
•  Range covering from 12 and 400 N.m / 5 - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-tru ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Colour coded adjustment seals and locking tool provided
•  All in semi-transparent square tube with eurohole hanger
•  On request preset wrenches can be set and certified with a declaration of conformity
•  ISO 6789
•  Made in UK

•  Over 100.000 cycles within accuracy
•  Range covering from 4 to 20 N.m / 40  - 180 in.lb torque values
•  Can be used clockwise only
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Reversible round type ratchet head in 1/4” square drive allowing CW operation only
•  All in semi-transparent square tube with eurohole hanger
•  On request preset wrenches can be set and certified with a declaration of conformity
•  ISO 6789
•  Made in UK

731415
Nm

in

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74PR-60 0416165 1 12-60 3/8 295 277 212 36 34 21 0.600

74PR-60A 0416172 1 12-60 1/2 301 281 216 42 38 23 0.700

74PR-100 0416189 1 20-100 3/8 335 317 252 36 34 21 0.700

74PR-100A 0416196 1 20-100 1/2 342 321 256 42 38 22 0.700

74PR-200 0416202 1 40-200 1/2 425 403 338 45 46 29 1.000

74PR-300 0416219 1 60-300 1/2 668 641 577 54 46 29 1.200

74PR-400 0416226 1 80-400 3/4 675 649 584 52 51 28 2.000

731415
Nm

in

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74PR-20 0416158 1 4-20 1/4 219 204 146 30 26 19 400
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MECHANICAL TORQUE WRENCHES  - ADJUSTABLE FREE HAND POINT CLICK WRENCHES

75S-650
Mechanical Adjustable Free Hand Point Torque Click Wrench with
Spigot Type Interchangeable Head

• Non length dependant so can be used with or without extension handle (optional)
• Large dual scale in N.m/ft.lb
• Range covering from 130 to 650 N.m / 100  - 480 ft.lb torque values
• Can be used clockwise or anticlockwise by turning the wrench over
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Exceptionally clear torque signal from unique mechanism
• 22 mm spigot type interchangeable head allowing CW & CCW operations
• Extension handle significantly reduces operator effort to achieve high toque values
• All in portable sturdy blow mould case
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK

75R3/75R1
Mechanical Adjustable Free Hand Point Torque
Click Wrench with Fixed Ratchet Head

• Non length dependant so can be used with or without the supplied extension handle
   (optional on  650 N.m)
• Large dual scale in N.m/ft.lb
• Range covering from 130 to 1500 N.m / 100  - 1100 ft.lb torque values
• Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Exceptionally clear torque signal from unique mechanism
• Push-trhu ratchet heads allowing CW & CCW operation
• Extension handle significantly reduces operator effort to achieve high toque values
• All in portable sturdy blow mould case
• All wrenches come with a factory declaration of conformity traceable to international standards
• ISO 6789
• Made in UK

731415
Nm ft•lb

in

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

75R3-650 0415205 1 130-650 100-480 3/4” 856 823 713 66 56 30

75R3-800 0415212 1 200-800 150-600 3/4” 1037 999 889 75 58 33

75R3-1000 0415229 1 300-1000 220-750 3/4” 1245 1208 1097 75 58 38

75R1-1500 0415236 1 500-1500 370-1100 1” 1571 1533 1422 75 66 38

731415
Nm ft•lb

mm
Nm in•oz

A
mm

B
mm

C
mm

E
mm

F
mm

75S-650 0415243 1 130-650 100-480 22 5 5 807 799 688 45 855 3.600
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MECHANICAL TORQUE WRENCHES  - PRESET CLICK WRENCHES

74PR-60/74PR-400
Mechanical Preset Torque Click Wrench
with Fixed Push Thorugh Ratchet Head

74PR-20
Mechanical Preset Torque Click Wrench
with Fixed Ratchet Head

•  Over 100.000 cycles within accuracy
•  Range covering from 12 and 400 N.m / 5 - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-tru ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Colour coded adjustment seals and locking tool provided
•  All in semi-transparent square tube with eurohole hanger
•  On request preset wrenches can be set and certified with a declaration of conformity
•  ISO 6789
•  Made in UK

•  Over 100.000 cycles within accuracy
•  Range covering from 4 to 20 N.m / 40  - 180 in.lb torque values
•  Can be used clockwise only
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Reversible round type ratchet head in 1/4” square drive allowing CW operation only
•  All in semi-transparent square tube with eurohole hanger
•  On request preset wrenches can be set and certified with a declaration of conformity
•  ISO 6789
•  Made in UK

731415
Nm

in

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74PR-60 0416165 1 12-60 3/8 295 277 212 36 34 21 0.600

74PR-60A 0416172 1 12-60 1/2 301 281 216 42 38 23 0.700

74PR-100 0416189 1 20-100 3/8 335 317 252 36 34 21 0.700

74PR-100A 0416196 1 20-100 1/2 342 321 256 42 38 22 0.700

74PR-200 0416202 1 40-200 1/2 425 403 338 45 46 29 1.000

74PR-300 0416219 1 60-300 1/2 668 641 577 54 46 29 1.200

74PR-400 0416226 1 80-400 3/4 675 649 584 52 51 28 2.000

731415
Nm

in

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74PR-20 0416158 1 4-20 1/4 219 204 146 30 26 19 400
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MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES

74WR-15/74WR-25
Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK

731415
Nm

in
Nm in•lb

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-15 0415519 1 3-15 1/4 0,2 2 221 209 140 25 25 18 0.300

74WR-25 0415526 1 5-25 1/4 0,2 2 221 209 140 25 25 18 0.300

731415
Nm ft•lb Nm in•oz

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-50 0415533 1 10-50 7.5-37.5 3/8” 0,5 0,5 335 317 231 35 37 26 0.700

74WR-100 0415540 1 20-100 15-75 1/2” 1 1 387 364 278 45 48 32 0.900

74WR-200 0415557 1 40-200 30-150 1/2” 2 2 470 447 361 45 48 32 1.100

74WR-300 0415564 1 60-300 45-220 1/2” 2 2 593 567 480 52 48 33 1.400

74WR-340 0415571 1 60-340 45-250 1/2” 5 2 685 659 572 52 48 33 1.500

74WR-400 0415588 1 80-400 60-300 3/4” 5 5 686 661 574 51 47 24 1.900
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MECHANICAL TORQUE WRENCHES  - ADJUSTABLE WINDOW CLICK WRENCHES

74WR-15/74WR-25
Mechanical Adjustable Torque Click Wrench
with Window Scale & Fixed Ratchet Head

74WR-50/74WR-400
Mechanical Adjustable Torque Click Wrench with Window
Scale & Fixed Push-Through Ratchet Head

•  Durable mechanism with over 100.000 cycles within accuracy
•  Fast scale adjustment reducing the effort required to adjust
•  TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
    graduations
•  Large dual scale in N.m/ft.lb
•  Range covering from 10 and 400 N.m / 7.5  - 300 ft.lb torque values
•  Can be used clockwise or anticlockwise by pushing the square drive of the ratchet head over
•  Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
•  Clicking system triggers a tactile and audible signal
•  Push-through ratchet heads from 3/8” to 1/2” square drives allowing CW & CCW operations
•  Handle center or calibration force point marked on handle
•  Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
•  All in semi-transparent square tube with eurohole hanger
•  All wrenches come with a factory declaration of conformity traceable to international standards
•  ISO 6789
•  Made in UK

• Durable mechanism with over 100.000 cycles within accuracy
• Fast scale adjustment reducing the effort required to adjust
• TIMESTRIP Visual indication that the wrench is due for re-calibration and has 3, 6, 9 and 12 month
  graduations
• Large dual scale in N.m/in.lb
• Range covering from 3 to 25 N.m / 27  - 220 in.lb torque values
• Can be used only clockwise
• Accurate to ±3% of reading which exceeds the requirements of ISO6789-1:2017
• Clicking system triggers a tactile and audible signal
• Reversible ratchet head with 1/4” square drives allowing CW operation only
• Handle center or calibration force point marked on handle
• Lock/unlock knob with blue ring inside to warn the operator wrench is unlocked
• All in semi-transparent square tube with eurohole hanger
• All wrenches come with a factory declaration of conformity  traceable to international standards
• ISO 6789
• Made in UK
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Nm in•lb

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-15 0415519 1 3-15 1/4 0,2 2 221 209 140 25 25 18 0.300

74WR-25 0415526 1 5-25 1/4 0,2 2 221 209 140 25 25 18 0.300

731415
Nm ft•lb Nm in•oz

A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

74WR-50 0415533 1 10-50 7.5-37.5 3/8” 0,5 0,5 335 317 231 35 37 26 0.700

74WR-100 0415540 1 20-100 15-75 1/2” 1 1 387 364 278 45 48 32 0.900

74WR-200 0415557 1 40-200 30-150 1/2” 2 2 470 447 361 45 48 32 1.100

74WR-300 0415564 1 60-300 45-220 1/2” 2 2 593 567 480 52 48 33 1.400

74WR-340 0415571 1 60-340 45-250 1/2” 5 2 685 659 572 52 48 33 1.500

74WR-400 0415588 1 80-400 60-300 3/4” 5 5 686 661 574 51 47 24 1.900
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Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

74PR-	
Előre beállított mechanikus 
nyomatékkulcs

�� Robusztus mechanizmus –  
100 000 ciklus után  
± 3 % tolerancia

�� Rögzített racsnis fej

Speciális fogóforma a 
precíz fogás érdekében

ÚJ SOROZATHallható és 
érezhető klikk 
rendszer

Visszafordítható 1/4” racsnis fej 
a forgásirány váltásához

A felfűző négyszög áttolásával  
a forgásirány változtatható Színkódos zárósapkák

75R3-	
Állítható kattanó nyomatékkulcs  
kézi fix pont nélkül

�� Állandó nyomaték minden karhosszúság esetén

�� A hosszabbító kar lényegesen csökkenti az erőkifejtést 
magas nyomatékoknál

�� Rögzített racsnis fej 

Könnyen leolvas-
ható dupla skála

Robusztus 
fémburkolat

Fogó-rögzítés

Hallható és 
érezhető klikk 

rendszer

A felfűző négyszög áttolásával 
a forgásirány változtatható

Hosszabbító a nagyobb erő érdekében

ÚJ

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

74PR-20 4 – 20 1/4" 219 400 48.400 38.110

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

74PR-60 12 – 60 3/8" 295 600 48.260 38.000

74PR-60A 12 – 60 1/2" 301 700 48.260 38.000

74PR-100 20 – 100 3/8" 335 700 52.730 41.520

74PR-100A 20 – 100 1/2" 342 700 52.730 41.520

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

74PR-200 40 – 200 1/2" 425 1000 57.150 45.000

74PR-300 60 – 300 1/2" 668 1200 61.620 48.520

74PR-400 80 – 400 3/4" 675 2000 66.040 52.000

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

75R3-650* 130 – 650 3/4" 856 4000 293.370 231.000

75R3-800 200 – 800 3/4" 1037 5200 344.500 271.260

75R3-1000 300 – 1000 3/4" 1245 5800 404.990 318.890

* A hosszabbító kart nem tartalmazza a csomag, opcionálisan kapható
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.

TORQUE TOOLS     37

DIGITAL TORQUE WRENCHES -  TORQUE ANGLE WITH MEMORY SLIM 

TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.

TORQUE TOOLS     37

DIGITAL TORQUE WRENCHES -  TORQUE ANGLE WITH MEMORY SLIM 

TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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5 °C – 42 °C

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

�� Rögzített racsnis 
fej csuklóval,  
40 fog

�� Munkabeállítások:
•	 Nyomaték 
•	 Forgásszög 
•	 Nyomaték és forgásszög
•	 Nyomaték majd forgásszög 
•	 Előre beállítható értékek
•	 Munka mód

�� Munkabeállítások:
•	 Nyomaték 
•	 Forgásszög 
•	 Nyomaték és forgásszög
•	 Nyomaték majd forgásszög 
•	 Előre beállítható értékek
•	 Munka mód

TAW-   
Elektronikus nyomaték-forgásszög kulcs  

Elektronikus nyomaték-
forgásszög kulcs 

TAWM-   
Elektronikus nyomaték-forgásszög kulcs 
adattárolóval és USB csatlakozóval

TAWM1412M/TAWM1430M   
Elektronikus mikro nyomaték-forgásszög kulcs 
adattárolóval és USB csatlakozóval

�� Munkabeállítások:
•	 Nyomaték 
•	 Forgásszög 
•	 Nyomaték majd forgásszög 
•	 Előre beállítható értékek

�� Mindkét oldalon végigfutó LED-ek

1500 mérés  
50 gyári beállítás

1500 mérés  
50 gyári beállítás

50 mérés  
10 gyári beállítás

�� Programozható kikapcsoló automatika

�� Tárolja az adatokat és névleges 
értékeket elemcsere alatt

Fogó-
rezgés

ÚJ
MIKRO kivitel

Figyelmeztetési küszöb elérve
Névleges tartományban
Toleranciatartományon kívül

NYOMATÉK-
SZERSZÁMOK

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

TAW1430 1.5 – 30 1/4" 358 820 200.660 158.000

TAW38135 7 – 135 3/8" 475 1270 204.000 160.630

TAW12340 17 – 340 1/2" 670 1910 220.980 174.000

TAW34800 40 – 800 3/4" 1235 4850 391.160 308.000

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

TAWM1430 1.5 – 30 1/4" 357 820 292.100 230.000

TAWM38135 7 – 135 3/8" 475 1280 322.580 254.000

TAWM12340 17 – 340 1/2" 670 1970 346.710 273.000

TAWM34800 40 – 800 3/4" 1235 4850 499.110 393.000

BAHCO Nm  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

TAWM1412M 0.6 – 12 1/4" 292 405 267.970 211.000

TAWM1430M 1.5 – 30 1/4" 292 405 271.120 213.480

www.sa
nd

vik
en

.hu
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Nm
max.

Nm
max.

g

 204   4.9 : 1
1000 1/2" 3/4" 550

   208    4.8 : 1

In-lb, In-oz, Ft-lb, 
Nm, kg-cm, cNm

DIGITAL TORQUE WRENCHES -  TORQUE ANGLE WITH MEMORY SLIM 

TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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1/2"

3/4"

1/4" (TAS14H)
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.

TORQUE TOOLS     37

DIGITAL TORQUE WRENCHES -  TORQUE ANGLE WITH MEMORY SLIM 

TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.
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TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.

TORQUE TOOLS     37
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DIGITAL TORQUE WRENCHES -  TORQUE ANGLE WITH MEMORY SLIM 

TORQUE ANGLE WITH MEMORY SLIM
Electronic Torque & Angle Wrench with Fixed Ratchet Head

TAW

Range CW CCW

20% to 100% ±2% ±3%

10% to 19% ±4% ±6%

5% to 9% ±8% ±10%

Declaration of conformity 
comes with the product 

Sensible vibration warning to 
stop applying torque when 
creating target torque.

Audible beep warning 
stop applying torque 
when reaching target 
torque.

Multiple units available ft.lb, 
in.lb, in-oz (depending on 
the range) · Kg.m, Kg.cm, 
dN.m, cN.m (depending on 
the range)

Visual warnings:
· Progressive yellow LED light indicating 48%,  
  60%, 80% of target torque achived.
· Green LED light indicating target torque achieved. 
· Red LED indicating overtorque. 

Fixed ratchet head and 
rectangular type I/H 
head.

Plug & play data 
download to excel 
through cable with USB 
connector.

Digital torque reading 
wrench to know the 
torque/angle being 
applied at every 
moment

Accuracy:
Counter clockwise ±2%
Clockwise ±3%
(see table)

Recalibration warning.

Large range 5% -100% 
of full scale.

High accuary 
electronics +- 2% CW*.

Dual progressive
LED lights.

Torque then angle / 
Torque and angle.

Large Backlit LCD 
display.

10 presets.
Multiple units: Nm, ft-lb and more.

Languages: Eng, Fre, Ger, Spa.

Counter.
Faster start-up time 

when not in angle 
mode.

Fine adjustment.
Beeper.

No winding required.
Vibrating handle.
All metal construction.

Reverse thread 
end cap.

TORQUE TOOLS     37

4

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

TAS14-	
Elektronikus  
nyomaték-csavarhúzó

�� Hosszú élettartamú, robusztus  
burkolat Tri-Lobe kompozit anyagból 

�� Membrános billentyűzet 
billentyűzárral az akaratlan átállítás 
megakadályozására

�� Munkabeállítások:
•	 Nyomaték 
•	 Forgásszög 
•	 Nyomaték és  

forgásszög
•	 Nyomaték majd  

forgásszög

Körbefutó 
LED-ek

Fogó-
rezgés

L-alakú fogó a nagyobb 
emelőhatás és kontroll 
érdekében

ÚJ

50 gyári beállítás
50 mérés

1 x

a cso-
magban

AA

89049TM-1000
Nyomaték 
sokszorozó  

�� Cserélhető 
egyenes és hajlított 
reakciókarok

89222CR/96255CR	
Kompakt nyomaték sokszorozó 

�� Hajlított reakciókarral

�� Könnyű, kompakt építési mód a jó hozzáférés érdekében

8 pozícióban  
lehet felhelyezni

Praktikus bizto-
sítócsapszeg

ÚJ

BAHCO Nm cNm  mm mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

TAS14H09 0.45 – 9 45 – 900 – 1/4" 189 40 325 243.840 192.000

TAS14S09 0.45 – 9 45 – 900 1/4" – 189 40 325 243.840 192.000

BAHCO Nm
max.

Nm
max.

g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

89222CR-1000 45 22.2:1 1000 1/2" 3/4" 1400 674.370 531.000

9527CR-2000 74 27:1 2000 1/2" 1" 3200 786.130 619.000

9525CR-4000 160 25:1 4000 1/2" 1" 5400 1.040.130 819.000

96255CR-7000 274 25.5:1 7000 1/2" 1 1/2" 9300 1.397.000 1.100.000

299.000 FT nettó
379.730 Ft bruttó
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A precizitás nem ismer 
kompromisszumot.

A minőségre való  
törekvésünk sem.
BIMETÁL FŰRÉSSZALAGOK
A magas minőségű gyorsacélból készült fogak és a flexibilis hordozóanyag kom-
binációja magas termelékenységet eredményez a legtöbb alkalmazás esetében.  
A többcélú-, kontúr-, cső-, profil-, öntödei- és ipari fűrészszalagokra vonatkozó kö-
vetelményeknek teljes egészében meg tudunk felelni. A Sandflex® fűrészszalagok 
különböző fémfajták forgácsolására alkalmasak, pl.: szerkezeti acél, nemesíthető 
acél, rozsdamentes acél, titán, nikkelalapú ötvözetek, öntöttvas, sárgaréz, vörös-
réz, alumínium és más anyagok.

KEMÉNYFÉM FŰRÉSZSZALAGOK
Az optimalizált keményfém fogakkal ellátott magas minőségű hordozóanyag nagy-
teljesítményű prémium fűrészszalagot eredményez. Ezek a fűrészszalagok sok más 
fűrészszalagnál gyorsabban vágnak és magasabb élettartamot érnek el. Sokféle 
felhasználásra alkalmasak. A fűrészszalagok speciálisan a magas hatékonyságú 
fűrészekhez lettek kifejlesztve nehezen forgácsolható és csiszolható anyagokhoz, 
valamint nagy és nehezen fűrészelhető munkadarabok forgácsolását végző nagy-
teljesítményű fűrészekhez.

Bevonatos fűrészszalagokkal kapcsolatos kérdéseivel kérjük vegye fel velünk  
a kapcsolatot.  

SZALAGFŰRÉSZEK

Videó: Easy-Cut 
fűrészszalagok a 
gyakorlatban

Videó: a keményfém 
fogazású fűrészszala-
gok gyártási folyamata

PDF letöltése
Szalagfűrész  
katalógus
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5

126

160 
mm

160 
mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

MŰHELYRESZELŐK
1-478-  
ERGO™ 
Reszelőkészletek

�� Feltekerhető tokban  

* Vágat 1 = durva, vágat 2 = finom

�� A sérülések elkerülése érdekében a reszelők tüskéit 
körülveszi a nyél

�� Tartalom: Lapos reszelő (vágat típusa: 2*),  
Lapos-, négyzet-, félkerek- és kerek reszelő (vágat 1*)

2-470-16-2-0 

�� Vágat típusa: 2 = Finom

�� �Tartalom:   
egy-egy lapos-, félkerek-, 
négyszög-, négyzet- és 
háromszög reszelő, egy 
darab műanyag reszelőnyél

Tűreszelő készletek

�� Finom reszelési- és polírozási munkákhoz  

2-472-16-2-0 

�� Vágat típusa: 2 = Finom

�� �Tartalom: egy-egy lapos-, há-
romszög-, négyszög-, félkerek-, 
madárnyelv-, kerek-, kés-, 
barett-, kard-, legömbölyített- 
és félkerek reszelő, egy darab 
műanyag reszelőnyél

1-230- 
ERGO™ kerek reszelők

1-100-
ERGO™ lapos reszelők

1-210- 
ERGO™ félkerek reszelők

1-170- 
ERGO™ négyszög reszelők

* Vágat 1 = durva, vágat 2 = finom

BAHCO mm Vágat* Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1-230-08-1-2 150 1 3.480 2.740

1-230-08-2-2 200 1 3.505 2.760

1-230-10-1-2 150 2 3.810 3.000

1-230-10-2-2 200 2 4.115 3.240

BAHCO mm Vágat* Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1-100-08-1-2 150 1 2.680 2.110

1-100-08-2-2 150 2 2.870 2.260

1-100-10-1-2 200 1 3.340 2.630

1-100-10-2-2 200 2 3.480 2.740

BAHCO mm Vágat* Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1-210-08-1-2 150 1 3.670 2.890

1-210-08-2-2 150 2 3.670 2.890

1-210-10-1-2 200 1 4.140 3.260

1-210-10-2-2 200 2 4.305 3.390

BAHCO mm Vágat* Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1-170-08-1-2 150 1 3.810 3.000

1-170-08-2-2 150 2 3.950 3.110

1-170-10-1-2 200 1 4.750 3.740

1-170-10-2-2 200 2 4.940 3.890

10.520 FT nettó
13.360 FT bruttó

25.000 FT nettó
31.750 FT bruttó

BAHCO Tartalom Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

1-478-08-1-2

mm   200 mm

1-210-08-1-2; 1-230-08-1-2;  
1-100-08-1-2; 1-100-08-2-2;  
1-160-08-1-2

11.925 9.390

1-478-10-1-2

mm   250 mm

1-210-10-1-2; 1-230-10-1-2;  
1-100-10-1-2; 1-100-10-2-2;  
1-160-10-1-2

14.465 11.390

www.sa
nd

vik
en

.hu



72

10

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

LYUKFŰRÉSZEK

3834-SET-73-22/68  
Lyukfűrészek villanyszerelők 
számára

mm 22  29  35  44  51  64  68

Befogók Ø 14-30 mm & Ø 32-210 mm 

Központfúrók Ø 6,35

�� Bimetál, erős ötvözetű gyorsacélból 
készült edzett fogakkal

27.630 Ft nettó
35.090 Ft bruttó

www.sa
nd

vik
en

.hu



73

T/"

�4/6 max. 38 mm (Ø ≤ 152 mm) 
max. 50 mm (Ø ≥ 177 mm) 

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

3830  
Sandflex® bimetál lyukfűrészek

�� Bimetál, erős ötvözetű gyorsacélból készült edzett 
fogakkal,  mindenfajta megmunkálható munka-
anyaghoz, mint fa, vas- és nemvas ötvözetek, 
beelértve a rozsdamentes acélt is

3834-ARBR- 
Befogók

�� 3834-ARBR-9100, -11152 és -16152  
Power Driver™-val az erőátvitel növelésére, ami stabilizálja  
a fűrészelési folyamatot

�� QC-befogók gyorsfeszítő befogóval

�� Nagy befogók Ø >32 mm szárú lyukfűrészekhez

�� Minden befogóhoz tartozik HSS központfúró

3834-DRL 
HSS központfúrók

�� Minden befogóhoz illik

BAHCO mm Coll g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3830-14-VIP 14 9/16 20 2.515 1.980
3830-16-VIP 16 5/8 20 2.515 1.980
3830-17-VIP 17 11/16 30 2.515 1.980
3830-19-VIP 19 3/4 30 2.515 1.980
3830-20-VIP 20 25/32 30 2.515 1.980
3830-21-VIP 21 13/16 40 2.515 1.980
3830-22-VIP 22 7/8 40 2.515 1.980
3830-24-VIP 24 15/16 55 2.515 1.980
3830-25-VIP 25 1 55 2.680 2.110
3830-27-VIP 27 1 1/16 70 2.870 2.260
3830-29-VIP 29 1 1/8 70 2.870 2.260
3830-30-VIP 30 1 3/16 70 2.870 2.260
3830-32-VIP 32 1 1/4 70 2.870 2.260
3830-33-VIP 33 1 5/16 70 2.870 2.260
3830-35-VIP 35 1 3/8 70 3.200 2.520
3830-37-VIP 37 1 7/16 80 3.200 2.520
3830-38-VIP 38 1 1/2 80 3.200 2.520
3830-40-VIP 40 1 9/16 80 3.200 2.520
3830-41-VIP 41 1 5/8 80 3.200 2.520
3830-43-VIP 43 1 11/16 90 3.200 2.520
3830-44-VIP 44 1 3/4 100 3.505 2.760
3830-46-VIP 46 1 13/16 100 3.505 2.760
3830-48-VIP 48 1 7/8 100 3.505 2.760
3830-50-VIP 50 1 9/10 120 3.505 2.760
3830-51-VIP 51 2 120 3.505 2.760
3830-52-VIP 52 2 1/16 120 3.810 3.000
3830-54-VIP 54 2 1/8 140 3.810 3.000
3830-55-VIP 55 2 1/12 160 3.950 3.110
3830-56-VIP 56 2 3/16 140 4.140 3.260
3830-57-VIP 57 2 1/4 140 4.140 3.260

BAHCO mm Coll g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3830-59-VIP 59 2 5/16 140 4.140 3.260
3830-60-VIP 60 2 3/8 160 4.140 3.260
3830-62-VIP 62 2 7/16 160 4.940 3.890
3830-64-VIP 64 2 1/2 180 4.305 3.390
3830-65-VIP 65 2 9/16 180 4.750 3.740
3830-67-VIP 67 2 5/8 200 4.750 3.740
3830-68-VIP 68 2 11/16 220 4.940 3.890
3830-70-VIP 70 2 3/4 220 4.940 3.890
3830-73-VIP 73 2 7/8 220 4.940 3.890
3830-76-VIP 76 3 240 5.220 4.110
3830-79-VIP 79 3 1/8 260 5.575 4.390
3830-83-VIP 83 3 1/4 260 5.575 4.390
3830-86-VIP 86 3 3/8 260 5.575 4.390
3830-89-VIP 89 3 1/2 270 5.575 4.390
3830-92-VIP 92 3 5/8 270 6.350 5.000
3830-95-VIP 95 3 3/4 270 6.845 5.390
3830-98-VIP 98 3 7/8 300 7.480 5.890
3830-102-VIP 102 4 320 7.925 6.240
3830-105-VIP 105 4 1/8 320 8.585 6.760
3830-108-VIP 108 4 1/4 350 9.855 7.760
3830-111-VIP 111 4 3/8 350 10.770 8.480
3830-114-VIP 114 4 1/2 360 11.925 9.390
3830-121-VIP 121 4 3/4 410 13.005 10.240
3830-127-VIP 127 5 520 13.830 10.890
3830-133-VIP 133 5 1/4 560 15.850 12.480
3830-140-VIP 140 5 1/2 560 16.510 13.000
3830-146-VIP 146 5 3/4 570 17.310 13.630
3830-152-VIP 152 6 610 18.910 14.890
3830-177-HIGH 177 7 1340 34.150 26.890
3830-210 210 8 1/4 750 35.560 28.000

BAHCO mm mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3834-ARBR-630 14-30 8 2.540 2.000

3834-ARBR-730 14-30 8 2.400 1.890

3834-ARBR-930 14-30 10 2.540 2.000

3834-ARBR-1130 14-30 13 3.035 2.390

3834-ARBR-9100 32-100 10 5.410 4.260

3834-ARBR-11152 32-210 13 5.410 4.260

3834-ARBR-16152 32-210 20 5.410 4.260

3834-ARBR-9100QC 32-100 10 5.410 4.260

3834-ARBR-11152QC 32-210 13 5.410 4.260

BAHCO mm  mm
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

3834-DRL 6,35 81 1.130 890
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100 
kg

140 
kg

55° 90°

55° 90°

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

FÉMFŰRÉSZEK

319
Fémfűrész  

�� Könnyű keret acél maggal
T/"

24300
mm

Sandflex® Bimetál

325
ERGO™ fémfűrészlap  

�� �Robusztus alumínium keret

�� �A lap pontosan középen helyezkedik 
el a szerszám egyensúlya és a nagy 
pontosság érdekében

T/"

24300
mm

Sandflex® Bimetál

Gyorscserélő-feszítő 
mechanizmus

Feszítő 
mechanizmus 
a fogóban 

11.980 FT nettó
15.215 FT bruttó 6.520 FT nettó

8.280 FT bruttó
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110 
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Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

FÉMFŰRÉSZEK

208	
Mini fémfűrész 250 mm  

320	
Fémfűrész  

321	
Lyukfűrész fémre  

317
Fémfűrész

218
Fémfűrész

268
Junior fémfűrész

�� Lapfeszesség 75 kg
�� Alternatív lapfeszesség 90°-nál  

�� Üvegszálas pisztoly-fogóval

�� Keret magassága 110 cm

�� Alternatív lapfeszesség 90°-nál

�� �8 szög-
beállítás 
lehetséges

8,95 €15,50 €

3906 
SANDFLEX® bimetál fűrészlapok

�� Törhetetlen, rugalmas bimetál lap

�� 20%-kal gyorsabb vágási teljesítmény, 35%-kal hosszabb élettartam

T/"

32150
mm

T/"

32150
mm

T/"

24310
mm

T/"

24250
mm

Sandflex® Bimetál

T/"

24300
mm

Sandflex® Bimetál
T/"

24300
mm

Sandflex® Bimetál

BAHCO T/"
mm Akciós ár/ 

FT bruttó
Akciós ár/ 
FT nettó

3906-300-18-10P 10 18 300 x 13 x 0,65 5.220 4.110

3906-300-24-10P 10 24 300 x 13 x 0,65 5.220 4.110

3906-300-32-10P 10 32 300 x 13 x 0,65 5.220 4.110

3906-300-3P 3 18 / 24 / 32 300 x 13 x 0,65 2.680 2.110

3906-300-18-100 100 18 300 x 13 x 0,65 495 390*

3906-300-24-100 100 24 300 x 13 x 0,65 495 390*
* Darabonkénti ár

5.260 FT nettó
6.680 FT bruttó

3.740 FT nettó
4.750 FT bruttó

2.980 FT nettó
3.785 FT bruttó

3.740 FT nettó
4.750 FT bruttó

1.055 FT nettó
1.340 FT bruttó

10.630 FT nettó
13.500 FT bruttówww.sa
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475 mm

500 mm

9/10 
TPI

1.03MM

0.83MM
9/10 
TPI

9/10 
TPI

550 mm

0.83MM

300 mm

300 mm

0.75MM
11TPI

0.75MM
11TPI

0.93MM

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

KÉZI FŰRÉSZEK ÉS …

Az  egyedülálló NXT fogazás 
jellemzője a tiszta és pontos vágás, 
gyors vágási sebesség mellett is

PC-19-GT9 
ProfCut kézifűrész

PC-12-TEN 
ProfCut gérvágó fűrész 

PC-12-VEN 
ProfCut furnérfűrész 

PC-20-PRC 
ProfCut precíziós fűrész 

Extra éles GT fogazás:
A háromoldalt csiszolt fogak min-
denfajta faanyaghoz alkalmasak

Súrlódáscsökkentő 
bevonat

Vibrációmentes fűrészelés, az 
erősített lapnak köszönhetően 

2600-
ERGO™ Superior 
Kézifűrészek

Kitűnően kiegyen-
súlyozott három

komponensű nyél

PC-22-INS 
Szigetelésvágó  
fűrész

�� Extra hosszú kézifűrész ásványgyapot, 
kőgyapot, EPS, XPS és Styrex® 
fürészeléséhez

�� Csavarozott kétkomponensű fogó

19,60 €

�� Minden fafajtához 

�� Csavarozott 
kétkomponensű fogó

�� Finom anyagokhoz, mint rétegelt lemezek, 
laminált és műanyag lapok

�� Csavarozott kétkomponensű fogó

�� A fogazott orr lehetővé teszi a 
zsebvágást

�� Csavarozott kétkomponensű fogó

Univerzális 
fogazás  
minden fafajtához  

Rezgéscsillapító  
bevonat

Magas, erős lap 
a pontos vágás 

érdekében

BAHCO T/" mm / "
Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

2600-19-XT-HP 9/10 475 / 19 10.655 8.390

2600-22-XT-HP 9/10 550 / 22 12.700 10.000

5.520 FT nettó
7.010 FT bruttó

5.390 FT nettó
6.845 FT bruttó

8.740 FT nettó
11.100 FT bruttó

7.110 FT nettó
9.030 FT bruttó

6.260 FT nettó
7.950 FT bruttó

www.sa
nd

vik
en

.hu



77

230 mm

0.50MM

300 mm
240 mm

1.60MM
8TPI

1.03MM
9/10TPI

0.50MM
15TPI

300 mm

250 mm

13.5TPI

17 
TPI

6-8.5 
TPI

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

… MÉRŐESZKÖZÖKKÉZI FŰRÉSZEK ÉS …

PC-9-9/17-PS
Japán húzófűrész

�� Edzett fogak, 3 oldalon 
köszörült JT-fogazás

Japán fogazás  
szálirányban fűrészeléshez

Hasító fogazás  
edzett háromélű fogak, tökéletesen 
finom vágást biztosítanak 
keresztirányban és szögben

PC-12-14-PS 
Japán húzófűrész

�� Edzett fogak, 
3-oldalasan 
köszörült  
JT-fogazás

Japán fogazás  
szálirányban fűrészeléshez

Rugalmas lap

Extra hosszú kétkomponensű 
nyél kétkezes vezetéshez

Rugalmas lap

PC-6-DRY 
Gipszkarton lyukfűrész

�� Egyszerűbb beütés az éles 
csúcsnak köszönhetően

�� Robusztus penge 
háromszorosan köszörült 
fogakkal

PC-12-COM 
ProfCut Lyukfűrész

PC-10-DTF 
ProfCut illesztőfűrész

“Fleam” fogazás, átfordítható nyél,  
fa és műnyag akár síkban vágásáho

�� Kényelmes csavarozott 
kétkomponensű markolat

�� Edzett fogak a tartós élesség 
érdekében

�� Fához és műanyaghoz

426TOR9 
Torpedo vízmérték

�� V-profillal, csöveknél végzett méréshez

466 Vízmértékek

�� V-profillal, csöveknél végzett méréshez

MTB-   
Mérőszalagok

�� Pontossági  
osztály II

Nem tükröző rozsdamentes acél 
szalag dupla nylononbevonattal

Automatikus 
reteszelésÜtéscsillapító zárókupakok Oldalsó mérőskála

Törhetetlen 
libella

Oldalsó mérőskála

Libella 45°-ban

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

PC-9-9/17-PS Japán fűrész 11.290 8.890

PC-9-9/17-PS-B Fűrészlap 8.560 6.740

BAHCO Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

PC-12-14-PS Japán fűrész 10.020 7.890

PC-12-14-PS-B Fűrészlap 6.680 5.260

BAHCO  m mm Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

MTB-3-16-M 3 16 3.670 2.890

MTB-5-25-M 5 25 7.010 5.520

MTB-8-25-M 8 25 10.490 8.260

BAHCO  mm g Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

466-400 400 1 1 520 9.790 7.709

466-600 600 1 2 715 13.030 10.260

466-800 800 1 2 875 14.300 11.260

466-1000 1000 1 2 1075 17.170 13.520

466-1200 1200 1 2 1290 19.050 15.000

466-1800 1800 1 2 1660 26.010 20.480

466-2000 2000 1 2 1870 30.480 24.000

3.740 FT nettó
4.750 FT bruttó

5.000 FT nettó
6.350 FT bruttó

3.630 FT nettó
4.610 FT bruttó

5.260 FT nettó
6.680 FT bruttó
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Ø 75 mm

STOP

1000
kg

51 
kg

820 
mm

3  
T

90 – 552 
mm

-20 °C – +70 °C

1,4 
kg

CONNECT & FORGET

500
kg

12V 	6-130 Ah AGM, PB, GEL 
SLI, VRLA, 
EFB, LiFe

230 V AC 12V DC  
@10A IP20

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

BH13000  
Autóemelő, 3 tonna 

�� A dupla dugattyú lehetővé 
teszi az akár 50%-kal gyor-
sabb emelést

Termék- és 
karbantartás 
bemutató 
videó

BBCE12-10
Teljesen automatikus 
mikroprocesszor-vezérlésű 
töltő-karbantartó készülék

10 amper, 8-fokozat

mikroprocesszorral 
vezérelt

AUTÓSZERELŐ MŰHELY FELSZERELÉS

BH5SP500QA  
Hidraulikus váltóemelő

�� Sebességváltók szereléséhez emelőplatform alatt  

�� Gyorsabb működés a dupla dugattyúnak 
köszönhetően (38 pumpamozgással teljes 
magasságba)

�� Kiváló stabilitás a széles alváznak köszönhetően

�� Leengedés rugós szerkezettel

A nyerget 
fordítva is lehet 

rögzíteni

BH5DP1000QA  
Hidraulikus váltóemelő

�� Sebességváltók szereléséhez emelőplatform alatt  

�� Gyorsabb működés a dupla dugattyúnak 
köszönhetően (36 pumpamozgással teljes 
magasságba)

�� A teher emelése lábpumpával történik, így a 
kezek szabadon maradnak

BH4S- 
Olajemelő

1. �Analízis

2. �Visszaállítás

3. Lágy indítás

4. Tömeges mód

A 8-fokozatú töltési ciklus nemcsak 
hatékonyabbá teszi a töltés, hanem 
biztonságossá teszi a töltési műveletet, 
és gondoskodik az Ön akkumulátorai-
nak meghosszabbított élettartamáról.

5. Abszorpció

6. Felügyelet

7. Úszó mód

8. Csepptöltés

BAHCO T mm mm kg Akciós ár/ 
FT bruttó

Akciós ár/ 
FT nettó

BH4S2 2 181 345 2,2 7.620 6.000

BH4S4 4 194 372 3,4 8.750 6.890

BH4S6 6 216 413 5,0 10.960 8.630

BH4S8 8 230 457 5,7 12.560 9.890

BH4S12 12 230 465 7,8 17.170 13.520

BH4S20 20 242 452 13,0 21.920 17.260

68.740 FT nettó
87.300 FT bruttó

172.110 FT nettó
218.580 FT bruttó

70.000 FT nettó
88.900 FT bruttó

38.370 FT nettó
48.730 FT bruttó
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USB
170 mm

USB7  
SMD LED

45 
Lumen

4 IP20

USB10  
SMD LED

180 
Lumen

4 2100 mAh-s 
Li-ion

IP20

1  
SMD LED

180 
Lumen

2.5

2000 mAh-s 
Li-ion

IP20

210 mm

Ø 50 mm

Ø 30 mm

255 – 450 mm

129 
g

260 
Lumen1 m

1.6 m

6  
SMD LED

200 
Lumen

3 2100 mAh-s 
Li-ion

IP60

4 SMD LED  
250 Lumen

6 UV 
LED  

UV

80 
Lumen

3 1200 mAh-s 
Li-ion

IP20

360°

262 mm

Az árak az ÁFÁ-t tartalmazzák és 2019.12.31-ig vagy a készlet erejéig érvényesek.

LÁMPÁK / ELLENŐRZÉS

BLTS7P 
Zseb- és rúdlámpa

BLTS10 
Zseblámpa fókusszal  

BLTFC1  
Flexibilis rúdlámpa 
alumínium kerettel

�� Töltéskijelző

BFRL11  
Fejlámpa

�� 2 digitális világítási mód: 
csekély fényáram (20%), 
magas fényáram (100%)

�� Optikai lencse

BLTS6I  
Indukciósan tölthető LED lámpa

�� Erős és tartós, ütésálló

�� Forgatható akasztó

�� Töltéskijelző

Töltőállomás

Indukciós 
töltőcsatlakozó 
felfüggesztő 
szemmel

5515M  
Javítótükör

5515T-52  
Teleszkópos csuklós tükör

BLTFS6U  
Flexibilis lámpa 
UV-fénnyel 

�� Hagyományos lámpa-
ként, vizsgálólámpa-
ként és zseblámpaként 
is működik

�� Töltéskijelző

80,80 €
5050  
Sztetoszkóp

�� Acélszondával

20.520 FT nettó
26.060 FT bruttó

7.630 FT nettó
9.690 FT bruttó

3.390 FT nettó
4.305 FT bruttó

25.890 FT nettó
32.880 FT bruttó

13.000 FT nettó
16.510 FT bruttó

7.980 FT nettó
10.135 FT bruttó

15.480 FT nettó
19.660 FT bruttó

35.000 FT nettó
44.450 FT bruttó

19.890 FT nettó
25.260 FT bruttó
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